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TUNGSTEN ALLOY PENETRATOR INTERACTION
WITH A TITANIUM ALUMINIDE COMPOSITE

Ernest S.C. Chin, Robert J. Dowding and Patrick Woolsey
U.S. krmy Research Laboratory, Materials Directorate,

Watertown, MA

Ronald R. Biederman
Wozester Polytechnic Institute, Worcester, MA

ABSIR af

A 7.5 vol% titanium diboride (TiB2) reinforced titanium aluminiae (T"-48 at% Al) forging
was impacted by a long rod tungsten heavy alloy (WHA) kinetic energy penetrator. Post-mortem
failure analysis of the penetration cavity was performed. Microstructural analysis of the residual
WHA along the side wall of the penetration cavity showed localized regions of both highly
deformed and undeformed tungsten grains. Ultra-fine particles of tungsten were dispersed
throughout the nickel-iron-cobalt (Ni-Fe-Co) matrix of the WHA. Intermixing of TiB2 particles
and titanium aluminide composite fragments within the Ni-Fe-Co mattix was observed along the
penetrator/target interfacial regions. Residual WHA penetrator materials also infiltrated into the
fine cracks and voids of the titanium aluminide composite, creating what appears to be a "healing"
process which prevented catastrophic failure of the target material.

INTRODUCTION

The failure modes of traditional metallic armor materials are a reasonably well established
area. Much less attention has been given to the large variety of high-performance composite
materials which are now coming into more general use. Excepting the established usr- of fiber
reinforced polymers, there is only a limited amount of data available regarding the ballistic behavior
of inorganic composite materials. Some limited studies on aluminum matrix composites have
indicated that the reinforced aluminum was better1 or significantly more efficient 2 than the
monolithic base alloy against tungsten heavy alloy (WHA) penetrators. Other preliminary studies
at the U.S. Army Research Laboratory's Materials Directorate (ARL-MD) have demonstrated
improvement over conventional aluminum armor alloy in penetration resistance against armor
piercing (AP) projectiles for a thermomechanically processckd silicon catbide-reinforced 6061
aluminum system 3 . Furthermore, exploratory studies on intermetallics at ARL-MD also revealed
ballistic equivalence of titanium aluminide compmsites to aluminum oxide ceramic against WHA
penetratorS4 . This equivalence of performance makes the interaction of the WHA penetrator and
intermetallic target system of considerable interest from a materials perspective.



Titanium Aluminide Composites

Until the past few years, intermeiallic compounds were employed primarily as precipitation
hardening and strengthening agents in metallic alloys. However, the search tor improved materials
in response to the stringent performance guidelines set forth by new technology thrust areas, such
as the Integrated High Performance Turbine Engine Technology Initiative (IHPTET), the NASA
High Temperature Engine Materials Technology Program ýHITEMP), and the National Aerospace
Plane (NASP) Program, has brought a namber of new materials systems to cognizance.
Intermetallic materials are one focal point of these materials development effort.

Titanium aluminides have been the most widely studied intermetallic system, and continue
to be the focus of numerous research efforts5 ,6. They possess many valuable properties,
including low densities, good high temperature stiffness, excellent creep resistance, and excellent
oxidation resistance. The critical obstacles to their broad utilization in engineering applications are
their poor room temperature (RI) ductilit, and toughness associated with this class of material.
Significant progress in addressing and improving ambient temperature ductility and fracture
toughness is being made through suitable alloying, thermomechanical processing (TMP), and
composite. reinforcement routes. In order to meet the expanding requirements for higher
performance materials, extensive efforts have been directed toward the production of intermetallic
matrix composite materials.

The most common types of intermetallic matrix composites (IMCs) are fiber-reinforced
IMCs and particulate-reinforced IMCs. Fiber-reinforced intermetallic composites provide excellent
high temperature stiffness and strength, with the additional benefit of good damage tolerance. The
reinforcing fibers typically have a tailored surface chemistry to provide high temperature stability
and interface compatibility. The composite may be consolidated by either standard powder
metallurgy processes, or via a spray deposition and hot pressing operation. Both of these methods
are relatively expensive when compared to conventional ingot metallurgy. Recent adv ances in the
development of in situ composites have led to another means of producing IMCs with the desired
reinforcing agents. This method relies upon the precipitation of selected phases in a standard ingot
melt environment by a suitably prepared exothermic reaction. Martin Marietta Laboratories'
(MML) proprietary XDTM metallic and intermetallic 8 composites are produced by a process based
on the aforementioned principle. The previous ARL-MD ballistic study incorporated several
compositional variations of XDTM intermetallic composites 9 . One of the outcome from this study
was that each of the compositioral variations tested had a performance, on ap areal density basis,
equivalent to that of aluminum oxide. One particular composition, a 7.5 vol% TiB2 reinforced
titanium aluminide, was chosen for further examination.

This XDTM intermetallic composite is a TiB2-reinforced titanium aluminide with a

composition near the gamma (y) region of the Al-Ti phase diagram 10 . The TiB2 dispersoids are
typically single crystalI 1 and act as nucleation sites in refining and stabilizing the as-cast
micrbstructure12. The resultant fine-grained microstructure is indicative to better hot workability
androom temperature ductility. At elevated temperatures, the reinforcements pin dislocations to
retard creep flow, thus allowing excellent mechanical property retention 13 . The reinforcement
loading, distribution, and size play a major role in affecting all mechanical properties exhibihed by
this material. For example, a reinforcement loading of up to 7 vol% can increase tne yield strength
from the 400 MPa characteristic of the matrix to around 600 MPa with no significant loss of
ductility ranging from 0.8 to 1.1%. Both direct and indirect strengthening mechanisms contribute
to this effect14 . The specific distribution of reinforcing particles in the titanium aluminide matrix
can be varied during the XDTM casting process.

Intennetallic Material Condition

The titanium aluminide IMC described in this study was produced by MML via the XDTM
process. The particular material examined here is a 7.5 vol% TiB2 reinforced Ti-48A1-2V forging
provided by MML. For simplicity, it will be referred to in the text as 7.5XD The material was
provided as a 3.81 cm thick hot-forged pancake, with a fine duplex microstructure consisting of
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lamellar and equiaxed recrystallized a2(Ti3AI) + y(TiA1), grains (see -Figure Ia). Before testming

the 7.5XD was annealed in the cc+y temperature region to obtain a higher hardness from the as-

forged condition. On the Al-Ti phase diagram, this region. is bounded by the 0:--02 + y eutectoid

isotherm and the a transus. A previous study of 5 vol% TiB2fTi-48 at% Al found that the 0x--

ct2+'yeutectoid isotherm falls between 1300"C and 1310"C, and the a transus temperature falls
between 1360°C and 1375"C 15. Therefore, the heat treatment condition selected was 1330°C for
20 hours. Heat treatment was performed in a vacuum furnace, with the specimen wrapped in
tantalum foiL The hardness change resulting from this heat treatment is shown in Table 1.
Coarsening of the duplex structure toward a subtransus microstructure was observed in the 7.5 XD
after the heat treatment (see -Figure lb). The matrix consists of fine equiaxed grains of ot2 and y
with an interspersed lamelar component of alternating laths of 02 and y. The TiB2 particles are
faceted, and are generally distributed along the flow lines produced by the hot forging process.
The resulting microstructure exhibited a significant increase in hardness from the as-received
condition.

-Figure 1. BEI of a Transverse Section from 7.5 XD in (a) As-Received,

and (b) Post-Heat Treatment Conditions.

Table 1. Vickers Hardness (1 kg Load)

Composition As Received Heat Treated (1330*C - 20 hr)

(Ti-48 at.% A1-2V + 7.5 vol% TiB2) 414.7 505.1

Ballistic Test Conditions

Ballistic tests were performed at ARL-MD by the residual penetration method. Residual
penetration ballistic tests rely on the construction of a performance map for a material over a ran -e
of areal densities. Areal density is the measure of target material mass per unit surface area.
Varying the areal density corresponds to varying the thickness of target material. Performance is
measured by the depth of penetration of a projectile into a semi-infinite backplate after passing
through a target containing the material to be-evaluated. This penetration in the backplate is known
as the residual penetration; for convenience, it is often referred to as "DOP", for "depth Qf
(residual) penetration". The basic assumptions which must be satisfied to ensure applicability of
the test are as follows: that the projectile class of interest is a ductile heavy alloy long rod; that the
operative penetration mechanism is hydrodynamic erosion, rather than rigid body penetration, and
that the backing plate is of effectively infinite thickness with regard to the final position of the
penetrator, so that no rear surface effects influence the penetration.

The standard residual penetration target consists of a material confinement package in
contact with a thick steel backplate of monolithic rolled homogeneous armor steel (commonly
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termed RHA), per U.S. MIL-A-12560, Class 3. Target packages are mechanically clamped to the
backup block for testing. After the ballistic test, the penetration cavities in the steel backing block
are directly sectioned, and measurements of residual penetration depth are made on the sections.

The projectile used was a standard 91% tungsten heavy alloy long rod, with an aspect ratio
(L/D) of 10:1 and a hemispherical nose. The rod weight was 65 gi~ams. The tungsten alloy
employed is a standard commercial material, Teledyne X-27C, in a 15% swaged condition. It has
a bulk density of 17.35 g/cc, a 0.2% yield strength of 1275 MPa, an ultimate tensile strength of
1285 MPa with a reduction area of 23.8%. Nominal composition by weigbt is 91%W, 4.5% Ni,
2% Fe, and 2.5% Co. Longitudinal and transverse views of this alloy are shown in -Figure 2a-b.
More complete discussions of the penetration performance of this tungsten alloy rod have been
published by Dowding1 6 and Woolsey 17 , while papers by Hohler and Stilp18 , and Anderson and
Walker 19 , among others, provide detailed analyses regarding the penetration of long rods in
homogeneous semi-infinite media. Further information regarding the residual penetration test
method, including the development of the ceramic baselines, may be found in various ARL-MD
reports2 0 ,2 1.

a. . b."•

-Figure 2. SE of Virgin WHA Penetrator in (a) Longitudinal

and (b) Transverse Directions.

The 7.5XD titanium aluminide plate was prepared as a standard geometry target, of 15 cm
by 15 cm lateral dimensions and 3.81 cm thickness, and tested at a 1500 m/s nominal velocity.
The backing plate was sectioned in the normal manner to permit measurement of the residual
penetration. In addition, specimens of the target material were taken from the area surrounding the
penetration cavity by electro-discharge machining (EDM). The reference material employed for
purposes of performance comparison was a 90% pure, sintered aluminum oxide from Coors
Ceramics (AD90).

Analytical Techniques

Post-mortem fractographic analysis was performed -on the impacted target to obser~e the
interaction region and attempt to determine the governing dynamic fracture mechanisms in this
material. Representative sections from regions around the penetration cavity were taken from the
tested target by EDM to provide samples for metallography and scanning electron microscopy.
Secondary and backscattered electron imaging were the primary analytical techniques utili zed in the
analysis. Quantitative and qualitative chemical analyses were performed via energy dispersion
spectroscopy (EDS). Spectra of the various phases taken from the WHA and the XDTM Titanium
aluminide composite were utilized as standard references for quantitative analysis of the impacted
target material. Quantitative phase analysis was accomplished through measurement of areas in the
backscattered images. Areal fractions of distinct components in the virgin tar'get and penetrator
materials were obtained as references for comparison to features observed in the post-mortem

O analysis. For example, the theoretical areal fractions of tungsten and matrix based on the alloy
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chemistry were 83% W and 17% matrix. Measurements made on samples via automated image
analysis showed identical respective areal fractions.

S RESULTS AND DISCUSSION

The ballistic test of the 7.5X1% material gave a resultant DOP, corrected for actual striking
velocity, of 30.2mm. This is within 5% of the average DOP value for the AD90 alumina oxide at
art equivalent areal density. Thus, the titanium aluminide composite has the same level of ballistic
performance against this penetrator as the reference alumina. This similarity of performance is
quite interesting, given the significant differences observed in macro- and microscopic failure
morphology from aluminum oxide or other ceramic materials. Of course, the evidence of one
ballistic test is certainly not conclusive. As detailed in the previous paper, however, results with
similar materials having higher and lower amounts of reinforcement have shown equivalent
behavior. 22

A frontal view of the (post-impact) target is shown in -Figure 3; this view shows that the
bulk of the material remained basically intact, in contrast to ceramic target plates, which undergo
large amounts of cracking and generalized failure. Ceramics such as AD90 exhibit extensive
damage in the form of radial cracking, ring cracking, and extensive comminution of material in the
penetration zone. Some radial cracks have developed in the 7.5XD titanium aluminide plate, but
they are limitedin number and extent.

7.5XD (SM E .r
Target Soec:men) Li5X D

RHA Backing
B0lock

Figure 3. Frontal Surface of 7.5XD Ballistic Figure 4. Schematic of Penetration Cavity
Target Cross-Section

Macroscopic examination of a cross-section from the impacted target shows a shape in the
affected material which roughly conforms to the features of a shallow champagne glass (see
*Figure 4). The failure mechanism for the target material in the immediate penetration zone is
plastic yielding. Detail description of the deformed microstructure within the target material is
described elsewhere4 . In addition to microstructural evident, plastic yielding of the target is also
illustrated by the effective constraint which the 7.5XD IMC plate provided to the surface of the
steel backup block. The degree of plastic flow at the top of the penetration cavity in the steel is
minimal. This is a normal feature of penetration observed between interfaces in metallic materials
which undergo ductile yielding, e.g. stacked steel plates. In ceramics, however, extensive fracture
at late times due to accumulated damage from the penetration event makes the material along the
interfacial region between the ceramic target and the semi-infinite steel block unable to support
shear loading. Hence, it cannot provide an effective constraint to the steel block face, which
responds much like a free surface and flows outward near the penetration cavity.

A reverse spallation phenomenon is evident in this target. Spallation is the term applied to
the failure. of a localized region in the target due to the tensile stress created on some plane within
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the plate when a compressive shock wave reflects at an interface and propagates back into the
target. The position of the spall plane is determined by material and geometric factors of the target.
This phenomenon is often observed on the rear surfaces of ballistic test plates, where a ring or a
disc of material is detached from around the penetration zone and ejected away from the rear of the
plate. Preferential failure along the path of microstructural features such as the local flow regions
along the rolling direction is commonly observed. In this test, the backplate constraint has
suppressed the common mode of behavior, but sufficient tensile stresses are generated near the
surface to cause detachment and ejection of material in a direction opposite to the penetration event.
Examination of the failure surface shows that cracks propagate preferentially in the direction of
particulate alignment developed by the axially symmetric forging process.

Secondary and backscattered electron imaging of the cross sectional area along the cavity
wall in the stem region of the target reveal chunks of penetrator and target material amalgamated in
the interaction medium (see -Figure 5a and 5b). Both the WHA and titanium aluminide composite
chunks exhibit rounded features, with microstructures that otherwise correspond to their respective
virgin material.

7.5XD interaction Medium ! Cavity i

WHA Chunk

* ITiB2  L--IW o Ni-Fe-Co cc+y

r"A1-Co-N1-Ti-V-W Intermixed matrix
Figure 5a. Schematic of the Cavity Cross Section

•- .

Figure 5b. SEY/BEI of Cavity Cross Section Figure 6. SEI/BEI of WHA chunk.

The WHA chunks composed of tungsten grains, display greater deformation than that of
the virgin penetrator material (see *Figure 6). As is typical for a WHA, the tungsten grains'are
bound in a Ni-Fe-Co matrix.. EDS analysis of the matrix discloses a composition with an identical
Ni-Fe-Co ratio to that of the virgin WHA penetrator. The microstructure near the perimeter of each
WHA chunk consists of further delineated tungsten grains, transitioning into the matrix of the
intermixing medium. These WHA chunks are probably fragments eroded from the projectile
during the penetration process.

6



Similar to the base 7.5XD, the titanium aluminide composite chvnks contain TiB2
particulates distributed in a lamellar structure of alternating y-TiAl and ax2-Ti3AI layers. Unlike the
target regions along the cavity wall, the composite chunks did not display any sign of plastic
defdrmation nor any crack propagation into the material. The titanium aluminide composite chunks
are probably fragments from the initial impact that have coalesced with the intermixed matrix
during the penetration process.

The interaction medium appears to be a mixture of intermingled and bound WHA and the
titanium aluminide composite fragments along the target sidewall (see *Figure 7). In addition, the
interaction medium has a intermixed matrix with submicron tungsten particles, shavings of
tungsten, and TiB2 particulates. The tungsten components in the intermixed matrix are analogous
to those commorly found in interactions between penetrator material and steel targets. The ultra-
fine tungsten particles may be evidence of a grinding or pulverization process. Similarly, the
shavings of tungsten may be considered as having undergone a shearing or a severe extrusion-like
process. These observations can be rationalized as results from the progressive erosion of a WHA
rod penetrating the target.

The TiB2 particulates are similar to those found in the composite matrix; however, the areal
fraction of TiB2 particulates in the characteristic medium is only 20% of that found in the intact
7.5XD IMC. Either the TiB2 particulates uncoupled from the titanium aluminide composite, or the
titanium aluminide matrix has simply transformed and diluted during the penetrator/target
interaction process. The intermixed matrix consists of AI-Co-Ni-Ti-V-W. Qualitative EDS
analysis re 'eals relative elemental consistency with both the penetrator matrix of Ni-Fe-Co, and
the composite matrix of titanium aluminide. However, rather than a mechanical mixture of Ni-Fe-
Co and the lamellar structure of y-TiAl and a2-Ti3AI, a solid solution of all the elements-in their
respective compositions is observed.

Figure 7. SEI/BEI of Interaction Medium Figure 8. BEI of Materials from the Interaction
Medium Incorporated Into Cracks

In addition, material from the interaction medium is also present in fine cracks that have
propagated into the intermetallic composite target (Figure 8). This is evidence that the matrix of the
characteristic medium has exhibited a fluid-like behavior during the penetration process. Perhaps
the medium also acts as a bonding agent, which penetrates into cracks and fuses the local damaged
area in the target material. If this conjecture is valid, it provides a unique method for preserving
target integrity during ballistic penetration. Similar phenomena have been observed in other
materials subjected to extreme hydrodynamic loading conditions. In order to account for the
existence of this process, complete solutionization of the Ni-Fe-Co and the titanium aluminide must
occur. A penetration-induced mechanical dissolution or melting process, aided by the large
hydrodynamic pressures, may explain the hypothesized solutionizing process, as well as the
rounded features found in the WHA and titanium aluminide composite chunks.

In summary, this XDT'M TiB2 reinforced titanium aluminide displayed ballistic performance
comparable to that of an alumina armor ceramic. The titanium aluminide composite did not shatter
nor pulverize like a ceramic, but maintained its integrity, with a relatively narrow penetration
cavity. Microscopic post-mortem analysis of the penetration cavity walls revealed the existence of
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nor pulverize like a ceramic, but maintained its integrity, with a relatively narrow penetration
cavity. Microscopic post-mortem analysis of the penetration cavity walls revealed the existence of
an interaction medium composed of all the constituents from the WHA penetrator and the titanium
aluminide composite target. The intermixed matrix is thought to be an interaction product of
hydrodynamic conditions experienced by the penetrator and the target during the penetration
process. A fluid-like behavior of the medium is evident from the microscopic analysis. The
interaction medium may play some role in the erosion of the penetrator as well as healing the target.
The dynamic temperature and pressure associated with this phenomenon and the role of the
interaction medium in ballistic penetration will be the subject for future study.

£COCLUSIONS

- Post-mortem analysis of the target cavity revealed fragments of highly deformed WHA bonded
to the titanium aluminide composite wall through a interfacial reaction zone.

- The interfacial reaction zone composed of "shavings" and ultra-fine particles of tungsten from the
penetrator, titanium diboride particulates from the target material, and an intermixed matrix so' "t:on
of A1-Co-Fe-Ni-Ti-V-W.

- The relative chemical proportions within the intermixed matrix solution was consistent with the
contributions from the metallic Ni-Fe-Co WHA matrix and the intermetallic titanium alurninide
XDTM composite matrix.

- Microstructural features exhibited in the penetrator/target interfacial reaction zone suggest a fluid-
like interaction due to the localized hydrodynamic environment during the penetration process
between the WHA and the XDTm titanium aluminide composite.

- Materials from the interaction medium infiltrated inzo fine cracks in the titanium aluminide
composite target. This observation was evidence of a healing process which apparently had an
influence in maintaining target integrity during and after projectile penetration.
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ABSTRACT

The superior ballistic penetration behavior of Depleted Uranium (DU) alloys
compared to W-Ni-Fe heavy alloys (WHA) has been attributed to a self-sharpening behavior
in DU where failure occurs along adiabatic shear bands. Since adiabatic shear represents
a plastic flow instability condition between competing processes of thermal softening and
work-hardening, cracking along these bands will occur more readily if the matrix were to
harden (decreased ductility) with increased temperature along these shear bands. While
conventional materials exhibit decreasing strength and increasing ductility with increasing
temperature, certain L12-structured intermetallic materials exhibiting positive temperature
dependence of strength and negative temperature dependence of ductility should be
susceptible to failure along shear bands. L12 structured intermetallic such as Ni 3AI and
L12 + f.c.c intermetallic Ni-12AI-4OFe(at.%) exhibit such 'anomalous' behavior as decreased
ductility and increased strength with increasing temperatures. Hence, tungsten heavy alloys
that utilize such intermetallic matrices exhibit potential to fail along adiabatic shear under
high strain rate conditions. Heavy alloys with different weight fractions of tungsten and
types of intermetallic matrix were processed by a liquid phase sintering approach. Such
heavy alloys exhibit significantly increased (with respect to conventional heavy alloys) flow
stress levels during high strain rate testing and shear localization; the heavy alloy with Ni-Fe-
Al L1Jfcc matrix also failed along these shear bands.

INTRODUCTION

In recent years, the use of thicker armor have prompted the designers of anti-armor
munitions to increase the energy density at the target. Among materials with densities
greater than 15g/cc, only two types of materials namely Tungsten Heavy Alloys (WHA) and
Depleted Uranium (DU) are commonly utilized. DU and WHA are two different kinds of
materials. The microstructure of U-0.75Ti is a lenticular martensitic structure where an
aging treatment (16hrs/360* C or 4hrs/385 C) precipitates an intermetallic U2Ti which both
strengthens the alloy and reduces its ductility. The typical quasi-static tensile 0.2% yield
strength, ultimate strength and ductility of this alloy after aging are, respectively, 1 I00MPa,
1600 MPa and 12% elongation [1]. In contrast to DU alloys, WHA are in-situ composites
and consist of essentially pure W particles, 30-60Im in diameter, in a matrix of Ni, Fe and
dissolved W. While WHA lack any precipitation hardening mechanisms like DU alloys,
cold-working is used to develop various combinations of strength and ductility. In a 20%
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swaged state, the typical quasi-static tensile strength and ductility of a 97wt.%W-balance Ni,
Fe, Co alloy are, respectively, -I200MPa and 4% [2].

The process of penetration of a target by a projectile consists of the penetrator being
consumed as it burrows into the armor,'back-extruding' from the penetrator-target interface
while the interface moves forward into the target. For penetrators of equivalent geometry
(L-to-D ratio= 20) and mass (65 gins) penetrating a semi-infinite Rolled Homogeneous
Armor (RHA) steel target, DU penetrators were observed to perform better than WHA
with 93wt.% W [2]. An alternate method of judging the relative penetration capability is
the determination of limit velocities where the velocity of a 65 gm projectile that will just
perforate a 3" (75mm) thick RHA plate is measured; this limit velocity was -IOOm/s lower
for DU projectiles than WHA [2]. While increasing strength and hardness of DU improved
penetration capability, similar changes in mechanical properties of WHA exerted only mild
influence on the penetration performance (only an increased density was helpful [3,41). X-
ray radiographic images of the target-penetrator interface taken during the penetration
process show less mushrooming for DU projectiles [5]. The improved performance was
attributed to a lower work-hardening rate for DU alloys (during dynamic loading) which
itself is in contrast to very high work-hardening rates during quasi-static loading [6].
Alternate suggestions include formation of low melting point U-Fe intermetallics which act
as a lubricant at the target-penetrator interface allowing easier defeat of target [7].

While the performance gap between DU and WHA cannot be easily explained by
differences in conventional mechanical properties, they do exhibit differences in penetration
behavior. For example, while the DU alloys retain a chisel-nose after penetration, the
WHA usually retain a mushroom head on the back side of the armor. The chisel-nose
appearance has been related to deformation being localized in adiabatic shear bands while
the large mushroom head is related to extensive plastic deformation in WHA before
localization of deformation and discarding of back-extruded material. The strength oi WHA
appears to exert minimal influence on the penetration performance. Replacing the Ni-Fe
matrix with Ta resulted in further degraded performance (25-30m/s higher limit velocity)
and no localization of plastic flow was observed [8]. Similarly, a U-6%Nb penetrator which
exhibited bulk plastic deformation but no localized flow led to reduced penetration
performance in relation to U-0.75Ti penetrators; the limiting velocity of U-6%Nb
penetrators was similar to that of equidensity WHA [9]. These results are strongly indicative
of the superior ballistic performance being related to failure by localized deformation [2].

The formation of adiabatic shear bands represents an instability condition between
the competing processes of work-hardening and thermal softening. At high strain rates (>
102s'), beyond a critical strain [t1], deformation can be limited to narrow bands termed
adiabatic shear bands (where the conversion of strain energy into heat raises the
temperature of material in these bands). Failure along these bands occurs when thermal
softening is dominant over work-hardening and significant strain has been accumulated
within these bands. Conventional heavy alloy matrices which exhibit increasing ductility with
increasing temperature, can often resist the failure process along these bands. By contrast,
materials that exhibit decreased ductility with increasing temperature should be more
susceptible to failure along these shear bands thereby enhancing the chance of a sell-
sharpening behavior. Some L12-structured intermetallics such as Ni3AI exhibit such a high
temperature embrittlement [11]. However, NiAI also exhibits high quasi-static work-
hardening rates and sharply positive dependence of yield strength on temperature. By
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contrast, certain Ni-Fe-Al intermetallics (with a dispersion of L12 precipitates within a fcc
matrix, see Figure la [12]) exhibit high temperature embrittlement, low work-hardening
rates during quasi-static deformation and a gradual negative strength dependence on
temperature, see Figure lb [12]. in addition, plastic deformation within these intermetallics
occurs primarily by paired APB-coupled superlattice dislocations on {111} planes which
leads to planar slip [11]; the planar nature of deformation may lead to shear localization
along thie preferred deformation planes. Thus, it would be interesting to examine the high
strain rate properties of WHA based on these intermetallic matrices.
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Figure 1. (a) {0011 Superlattice dark-field image of Ni-12A1-4OFe(at.%) showing a
dispersion of -lOnm sized LI 2 precipitates (bright contrast) within a
disordered (dark) fcc matrix. (b) Variation of ductility, yield strength and
fracture stress with temperature for Ni-12AI-4OFe (at%). (From [12]).

EXPERIMENTAL TECHNIQUES

The tungsten powder (AESAR,/Johnson Matthey) used had an average particle size
of 0.6 mkiTons, surface area of 1.3m 2/g and a purity of 99.9%. The as-received intermetallic
powders of compositions Ni-24at.%AI-0.2at.%B and Ni-12at.%AI-40at.%Fe (custom made
by Atlantic Equipments and Engineers, NJ) had a particle size range of 5-100Mm; finer
particle sizes with a narrower particle size distribution were obtained by ball milling and
sedimentation hi a solvent medium. The W and intermetallic powders for liquid phase
sintering were wet mixed in isopropyl alcohol with a surfactant (SOLSPERSE 24000) added
to aid in powder dispersion. The dried powder mixtures were compacted in a stainless steel
die at 200 MPa pressure. Sintering was performed in a graphite element furnace at
temperatures between 14750 C and 15750 C for 15-30 minutes depending upon alloy type and
matrix content. A dry nydrogen atmosphere was maintained during the heat-up and half-
way through the soak of the sintering schedule and then switched to dry Argon.

Flat rectangles of size 50mm x 25mm x 2.5mm were sintered for mechanical testing.
Shrinkages during sintering were of the order of 20%. Sintered densities of the specimens
measured as per ASTM C373-72 standard were in the range of 97-99% of theoretical. For
each composition, two dog-bone shaped flat tensile specimens with gage dimensions of
8.75mm x 3.45mm x 1.5mm were machined using EDM, polished, annealed at 7500C for 2
hours in vacuum and tested using an initial strain rate of -1 x 104'/ec. High strain rate

13



(-5000s') compression tests were performed using a Split Hopkinson Pressure bar utilizing
right circular cylindrical specimens (as-sintered), 4.6mm in diameter with a L-to-D ratio of
1.4. The flat sides were ground parallel to 0.0025mm and lubricated during testing.

Microstructural analysis of the as-sintered and tensile-tested specimens was done
using a scanning electron microscope (SEM). Semi-quantitive compositional analysis of
microstructural features was performed using an x-ray analyzer (EDAX) and phases
identified using a SCINTAG x-ray diffractometer equipped with a solid-state detector.

RESULTS

The microstructure of the heavy alloys with 7 wt.% matrix (Ni3Al and Ni-12Al-4OFe,
henceforth referred to as NiFeAl) are shown in Figure 2. The as-sintered microstructure
consists of roughly spherical grains of nearly pure W, -25pm in diameter, within the
intermetallic matrix. X-ray diffraction identified W and the intermetallic as the pre-
dominant phases; the intensity of the superlattice peaks are considerably reduced
presumably the result of dissolved tungsten (W sitting on Al sites would increase the atomic
scattering factors of Al sites thereby diminishing the intensity of superlattice peaks),
however, a weak {110} peak is still visible, see Figure 3. A small volume fraction of
additional phases (arrowed in Figure 2) was observed at the W-matrix interfaces. The
microstructure of the as-sintered WHA with 7% or 10% Ni-Fe matrix (8:2 weight ratio) did
not indicate the presence of such phases indicating that such phases were probably related
to the presence of Al in the matrix; compositional measurements using EDS indeed
suggested that such phases were Al-rich. X-ray diffraction, however, identified Ni2W4C as
one of the likely phases (see Figure 3) although the identification is not definite due to
overlap with strong W peaks. Compositional measurements using a microprobe, however,
indicated that both Al-rich (with dissolved Ni and W) and carbon containing phases were
present; such C-based phases would not be identifiable in a SEM because of their low
atomic number. The microstructures of heavy alloys with higher and lower matrix weight
fractions were qualitatively similar to those described above.

Quasi-static tensile tests were performed at room temperature and the results are
listed in Table I. The Rockwell hardness values listed in Table I represent an average of
three measurements. The engineering stress-strain curves are shown in Figure 4. The alloys
containing the L12 matrix (Ni3Al or Ni-12Al-4OFe) exhibit an increase in UTS as the matrix
fraction increased from 5 wt% to 7wt%. An increase in matrix fraction from 7wt% to
10wt%, however, shows little improvement in UTS or ductility for the Ni3Al-based heavy
alloys. Also, for similar weight fractions of matrix, the heavy alloys with Ni-12A1-40Fe
matrix exhibited lower yield strength but similar (or possibly slightly higher) UTS than those
with Ni3MA matrix. This is evident in the UTS, YS and elongation data. The conventional
heavy alloys containing 7% and 10% (8Ni + 2Fe) matrix were tested primarily for comparison
purposes. These samples showed much higher UTS and elongation but slightly lower yield
strengths. It is worthwhile noting that the alloys containing NiFeAl matrix exhibited higher
tensile elongation than those containing Ni3MA matrix. The lower ductility of
W+ 10%NiFeAl than W+7%NiFeAl is attributable to microstructural flaws (pores). Overall
the alloy composition W + 7% NiFeAl showed the best mechanical behavior among the
L12-based heavy alloys.
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Table 1: Summary of Tensile Test Results of W-Heavy Alloys

Sample Density UTS Yield Elong. Hardness
Composition (g/cc) (% (MPa) Strength (%) (Rc)

theoretical) (MPg)

W + 5% Ni3AI 17-39 (96.7) 545 - 0 36
17-31 (97.2) 552 - 0

W + 7% Ni3Al 16.96 (97.5) 724 649 1.3 35

W + 10% Ni3AI 16.45 (98.7) 740 685 1.2 37
16.43 (98.5) 718 656 1.1

W + 5% NiFeAI 17.46 (97.6) 406 - 0 34
17.59 (98.3) 517 - 0

W + 7% NiFeAI 17.01 (97.8) 762 590 5.3 34
17.14 (98.5) 758 595 3.9

W + 10% NiFeAl 16.34 (98.0) 670 581 2.2 33
1632 (97.9) 674 551 2.4

W + 7% (8Ni + 17.54 (98.7) 908 567 15.5 34
2Fe) 17.67 (99.4) 840 609 8.3

W + 10% (8Ni + 17.10 (99A) 932 620 16.6 34
2Fe) 16.99 (98.8) 932 613 18.6

Figure 2. As-sintered microstructure of (a) W+7%NliAI (b) W+7%(N ioAlFe4 ).

The fracture surfaces of WHA tensile specimens were examined and only the
fractographs for 93%W+7%matrix specimens are shown in Figure 5. Comparing the
fracture surfaces of heavy alloys based on Ni 3AI matrix, it was clear that for alloys
containing only 5% matrix, failure was by separation between and by cleavage cracks in the
W grains. By contrast, the alloys with 7 and lOwt% matrix exhibit evidence of plastic
tearing in the matrix which is indicative of the intrinsic ductility of the intermetallic matrix.
A large number of small (1-2pm diameter) particles are also observed on the fracture
surfaces which are believed to be the dark particles observed during microstructural analysis
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of these heavy alloys (see Figures 2). Compared to the Ni3AI-based WHA, those based on
the intermetallic Ni-12A1:'-4OFe exhibit evidence of considerably higher ductility a3 seen by
the size of the dimples encircling the W grains (these are comparable to the dimples in the
conventional WHA based on a Ni-Fe matrix).

I~u4 ftt *@ONUQ. M .W~l an"5Ti TENSLE TEST RESULTS Of W-4Avv AuOYS
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Figure 3. X-ray diffraction pattern from Figure 4. Quasistatic stress-strain curves
W+7% Ni3A1 composite. for W-Ni)AI and W-Ni 4,AI12Fe4.

Figure 5. Fractographs of (a) W+7%Ni3AI (b) W+7% Ni4,AIjFe..

The flow stress curves at high strain rates (a'5-8x10 3 s-1) for the intermetallics Ni 3Al
and Ni-12A1-4OFe and as-sintered heavy alloy composites W+7%NiMA, W+ 1O%NiA],
W+7%NiFeAl and W+ 1O%NiFeAl are shown in Figure 6. The specimens W+7%Ni 3Al
and W+ 7%NiFeAl were hit harder( (5" striker bar, 35psi pressure) than the other specimens
(3" bar, 2Opsi pressure) to observe shear localization behavior in- these alloys. The flow
stress levels are considerably higher than those obtainable in conventional as-sintered WI-A.
Increasing W weight fractions lead to inicreased strength. Further, the heavy alloys based
on NiFeAI matrix are stronger than those based on Ni3AI. The most noteworthy feature of
these flow stress curves is the high rate of work-hardening in these intermetallics; the rate
of work-hardening decreases in the W composites. Further, the rate of work-hardening is
lower in the W+7%NiFeAI composite than the W+7%Ni 3AI composite. The hard-hit
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W+7%NiaAl composites exhibit a plateau in flow stress (ffi2500 MPa) @ 24% true strain
indicating that shear localization may have been initiated, however, the specimen did not
fail. By contrast, the W+7%NiFeAl exhibited a plateau in flow stress (2600 MPa) @=I5%
strain and the specimen failed after a total strain of 22%. Figure 7a shows the polished
longitudinal section in the W+7% Ni3Al composite where the elongated W grains within
a narrow (=50gin thick) band indicate the initiation of shear localization. Note that the
shear band is =45° to the original stress axis. Figure 7b shows the failed W+ 7%NiFeAl
specimen where the failure surface is approximately at 45° to the stress axis indicating that
in this case, the specimen failed along the shear band. The higher ultimate flow stresses and
smaller failure strains of the W+ 7%NiFeA1 specimen is in sharp contrast to the lower
ultimate flow stresses and significantly higher failure strains observed in conventional WHA.
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Figure 6. High strain rate compression tests for (a) LIz intermetailic matrices (b)
intermetallic-based W heavy alloy composites. Data for Ni3AI-0.095%B after
Sizek and Gray [13].

,!L

Figure 7. (a) shear localization in W+7%Ni3AI (b) Dynamic failure in
W+7%(Ni4sAlt2Fe4o). Arrows indicate stress axis.

DISCUSSION

Bose, Couque and Lankford [14] have recently reported the high strain rate flow
behavior of as-sintered WHA based on Ni-Fe and Ni-Co matrices. The peak flow stresses
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for intermetallic-based WHA (=2500 and 2600 MPa respectively for W+ 7%Ni3A! and
W + 7%NiFeA1) are =700 MPa higher than the peak flow stresses obtainable in as-sintered
conventional WHA. Further, the flow stresses are either similar or =100 MPa higher than
those reported for 25% swaged W+9%(Ni-Co) heavy alloy. Although the shear instability
initiated at -15-20% true strain, these conventional heavy alloys typically endured --40%
strain prior to failure. By contrast, shear instability initiated at =20% strain in the
W+ 7%NiFeAI composite and failure occurred at u22% strain. Since these LI2
intermetallics are known to exhibit a high temperature embrittlement, the quick failure is
probably related to the ensuing high temperature embrittlement along adiabatic shear bands.
It is interesting to note that the W+7%NiFeAl alloy also exhibits ",5% tensile elongation
which may be adequate for thermo-mechanical processing and projectile launching
considerations. This unique combination of reasonable quasi-static a~nd excellent dynamic
properties for NiFeA1 based WHA indicates that such alloys indeed should be investigated
further as viable replacement candidates for DU as kinetic energy penetrators.

The critical strain for shear localization is smaller for composites with lower work-
hardening rates, consistent with the relationship of Staker [10]. From the flow stress
behavior of matrices and W composites, it appears that the rate of work-hardening in the
W composite is related to that for the matrix material itself; matrices with higher work-
hardening rates (e.g. Ni3A1 compared to NiFeAl) impart higher work-hardening rate to the
composite. The lower dynamic work-hardening rate of Ni- 12A1-40Fe compared to Ni3Al (B
doped) is similar to its quasi-static characteristic. This difference in work-hardening, in turn,
may be related to the microstructure and operating deformation mechanisms. While the
microstructure of Ni3A1 is single phas , the alloy Ni-12AI-40Fe is two-phase, consisting of
a dispersion of L12-structured (Ni, Fe)3(Al,Fe) in a fcc (Ni,Fe,AI) matrix. It is possible that
the higher resistance to flow offered by Ni3AI may be related to the high APB energy on the
primary deformation plane which would prevent these dislocations from operating
individually or due to the splitting of superpartials into Shockley partials; cross-slip would
then require re-combination of these Shockley partials and would lead to Kear-Wilsdorf
locks thereby further increasing the flow. stress required to carry on deformation. By
contrast, deformation in the two-phase alloy may be concentrated in the fcc matrix and
proceed either by shearing of the intermetallic precipitates or passage of APB-coupled
dislocations within the weakly ordered precipitates; the addition of Fe to Ni3AI lowers the
APB energy, hence the spacing between superpartials in Ni-12A1-40Fe is greater than in
Ni3AI, hence, deformation may proceed by cross-slip, of single dislocations.

Bose et al.[14] have indicated the importance of matrix stoichiometry in promoting
shear localization; a 7:3 rather than 8:2 ratio of Ni:Fe was found to be more susceptible to
shear localization and cracking along shear bands despite their similar stress-strain behavior.
Further, an inhomogeneous microstructure and swaging were shown to be favorable to shear
localization. It is postulated that the residual dislocation density acts as a trigger to shear
localization and cracking. Thus, similar to the conventional WHA discussed above, for
WHA based on Li2 intermetallic matrices, thermomechanicai processing may be utilized to
increase the residual dislocation density (reduce the rate of work-hardening) further thereby
leading to initiation of shear localization at lower strains.

In summary, the present investigation suggests that ternary alloying elements such as
Al affect the shear localization properties in WHA matrix either due to a compositional
effect (similar to that of Ni-Fe ratios discussed by Bose et al.[14]) or a microstructural effect
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where an ultrafine dispersion of L12 phase in fcc matrix leads to shear localization).

CONCLUSIONS

1. W heavy alloys based on L12 intermetallic matrices exhibit significantly improved
ultimate flow stress levels compared to conventional heavy alloys in an as-sintered
condition.

2. Shear localization in high strain rate tests was observed in W composites based on
both Ni3Al and Ni-12A1-40Fe matrices; failure along shear bands occurred only in
W+ 7wt.%(Ni-12A1-40Fe) composite.

3. The composite W+7%(Ni-12Al-40Fe) exhibited the best combination of quasi-static
and dynamic mechanical and shear localization properties.

ACKNOWLEDGEMENTS

The authors would like to acknowledge the assistance of Mr. I. McGregor, Mr. K.
Anderson, Mr. T. Nguyen and Mr. W. Kelly for experimental work in this program. The use
of the Dynamic Test facility at Los Alamos National Laboratory is also gratefully
acknowledged. This research was funded by a SBIR Phase I program from US Army
Materials Technology Laboratory, Watertown, MA under contract no. DAALO4-92-C-0009.

REFERENCES

1. T. Nicolas, Dynamic Tensile Testing of Structural Materials using Split Hopkinson
Bar Apparatus, AFWAL-TR-80-4053 (1980).

2. L Magness, Deformation Behavior and its Relationship to the Penetration
Performance of High Density KE Penetrators, (Preprint).

3. 'The Metallurgical and Ballistic Characterization of Quarter-Scale Tungsten Alloy
Penetrators', RJ. Dowding, K.J. Tauer, P. Woolsey and F.S. Hodi, US Army
Materials Tech. Lab, Watertown MA, MTL TR 90-31, May 1991.

4. Performance-Property Relationships in Tungsten Alloy Penetrators, P. Woolsey, F.S.
Hodi, R.J.. Dowding and K.J. Tauer, these proceedings.

5. L.W. Hantel and J.W.Taylor, PHERMEX Evaluation of Air Force Tungsten and U-
0.75%Ti Penetrators (U), Los Alamos National Lab Report LA-5658.

6. L Magness, Materials for Kinetic Energy Projectile Applications, Proc. 28th NATO
DRG Seminar on Novel Materials for Impact Loading, Bremen, Germany.

7. D. Sandstrom, P. Dunn and W. Hogan, Comparison of Tungsten and Uranium
Kinetic Energy Penetrators Fired Into Semi-Infinite Steel Targets", Proc. Tungsten
Ordnance Tech. seminar, Washington DC (1986).

8. .E. Foster et al., Penetration of Ballistic Test Specimens from Ta-coated W Powders,
Batelle, Columbus, Contract Rep. to BRL

9. FJ. Fulton, C.F. Cline and E.O. Snell, Penetration of Mild Steel targets by High
Density Long-Rod Penetrators, Lawrence Livermore Lab rep., UCRL-52991.

10. M.R. Staker, Acta Met., 29 (1981) 683.
11. N.S. Stoloff, Int. Met. Rev., 34 (1989).
12. Sumit Guha, PhD Thesis, Dartmouth College, 1992.
13. H.W. Sizek and G.T. Gray III, Acta Metall., (1992) in press.
14. A. Bose, H. Couque and J. Lankford Jr., Paper Presented at 1992 World Congress

MPIF, San Fransisco.

19



DYNAMIC SHEAR TESTING OF TUNGSTEN BASED COMPOSITES

Murray Kornhauser
3C Systems
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The objectives of this Phase I SBIR Program were to develop the test
facility for very high strain rate shear testing of composite tungsten materials
for use in kinetic energy (KU) penetrators, and to -conduct shear tests with some
promising tungsten -composites in order to deteomine whether these test samples
exhibit properties favorable for KB penetrators (1).

An electromagnetic stress wave generator, with its output augmented with a
conical Hopkinson bar, was used to drive a half-inch diameter hardened steel
punch through tungsten composite samples 1/16 inch thick and one-inch diameter.
Figure 1 is a sketch of the Electromagnetic Hopkinson Bar in its shear test
configuration.

The electromagnetically-generated compressive stress wave in the conical
bar projects the steel punch at high velocity against the tungsten alloy (or
composite) test sample, with the velocity depending on the kilovolt input to the
coil, as shown in Figure 2. When the steel punch strikes the tungsten, high
pressure stress waves are generated in the target plate. Note in Figure 3 that
the impact stress waves generated by a.flat-face punch could destroy a test
sample when the waves reflect in tension from the rear face of the sample, if
the stress wave intensity exceeds the-material strength. In this test series,
however, only one or two samples were tested with inputs above 3 kilovolts, and
these tests were conducted with slant-faced punches.

Figure 4 shows the relationship between shear strain rate, using the steel
punch with 0.0003 inch radial clearance, and the kilovolt input to the coil.
The electromagnetic facility has a maximum strain rate capabflity. of 8.8 x i07
sec 1 , but tests were limited to approximately 2.4 x 107 sec' in order not to
damage elements of the testing facility.

A commercially available liquid phase sintered (LPS) heavy alloy
containing 90%W, 8% Ni and 2% Fe was considered the baseline material for the
test series, and five HIPed composites were tested for comparison. The HIPed
samples consisted of a coated tungsten powder (CWP) composite (95.4% W, 3.0% Ni,
1.6% Fe), three W-Ti (30, 40 50 volume percent Ti) composites, and a W-Zr
laminate composite.

Two kinds'of punches were employed, a flat-face punch and a punch with its
face ground to become a slant-face punch with approximately an S degree slope.
The slant-face punch is useful in removing the problem associated with the
impact stress waves generated when the punch face strikes the test sample and it
also makes it possible to obtain a continuous range of strain rates developed in
a single test specimen. This possibility occurs since the leading edge of the
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punch face shears through the t'st specimen at the highest velocity, while the
trailing edge of the punch fac, 3hears through after the punch has been slowed
down by the shearing resistanct of the test sample.

Although it would be desirable to obtain direct measurements of shearing
force, preliminary efforts during Phase I were not successful enough to result
in useful data. Note, however, that a measure of shearing strength of a
material may be obtained by determining the punch velocity threshold for
complete punching of the test sample. Because of the small number of tests in
Phase 1, good values of Vs. could not be obtained. However, the table in Figure
5 contains approximate kinetic energy (KE) threshold estimates. Kinetic energy
required for complete punching was highest for the baseline LPS 90%W, next for
the HIPed CWP 95%W, and lowest for the Zr-W laminate and the W-Ti HIPed samples.

Figure 6 shows the bulk microstructure of the baseline LPS material, where
the tungsten grains are the round particles with the matrix phase surrounding
them. This microstructure is normal for liquid phase sintered tungsten heavy
alloys.

Figure 7 shows the region of failure of the baseline LPS sample after
impact by the slant-face punch. It is of great interest to observe that, in the
area of failure where the shear strain was less than required for failure, the
tungsten-to-tungsten grain contacts were failing earlier than the alloy matrix.
This observation has previously been made for similar alloys tested at quasi-
static and elevated strain rates (2-7). This is a clear indication that these
contacts are the weak links in the heavy alloy microstructure and this weakness
is present at elevated strain rates.

There is considerable deformation of the tungsten grains in the region of
maximum shear, as shown in Figure 8. This extreme deformation of the tungsten
grains was not unexpected, but there is a lack'of the previously observed
tungsten grain contact failures. Extreme ductility of tungsten is not the norm
in pure tungsten as it is usually characterized by a high degree of brittleness.
But, in tungsten heavy alloys, the tungsten grains are capable of undergoing
great amounts of deformation due to the ability of the matrix to apply a
hydrostatic stress component that delays failure to greater total strains. This
extreme deformation of the tungsten grains has been observed, for example, in
the examination of ballistically tested fragments (8-10).

A test methodology partly developed in Phase I was to simulate the on-
target heating generated by the impact stress waves. The LPS sample responsible
for Figure 9 was heated to 5000 F (2600 C) before impact. This figure shows the
region of the punch strike and the lack of general failure. What is seen is the
tungsten-to-tungsten grain contact failure and a much greater grain size than
the room temperature samples. It is possible, that this sample was of a
slightly different alloy and consequently had a larger grain size.

The region of failure of a coated tungsten powder (CWP) composite sample
is shown in Figure 10. Good ductility is shown in the region of failure,
produced with a flat-face punch, but brittle failure was exhibited by a CWP
sample impacted by a slant-face punch. The appearance of the bulk
microstructure is identical to the liquid phase sintered samples and suggests
the samples were over-HIPed. Properly consolidated coated tungsten powder
should have tungsten particles completely surrounded by the matrix (11).

Tungsten-titanium composites were tested with 30, 40 and 50 volume percent
titanium. All these composites exhibited extremely brittle behavior. Figure 11
shows a titanium matrix so brittle that cracks propagating through it avoid, and
are blunted by, tungsten particles! Oxygen analysis of these samples indicated
a very high content. In all of the tungsten-titanium samples an interesting
observation is that the titanium appears to have penetrated the grain boundaries
of polycrystalline tungsten particles. This could have important implications
for tungsten alloys in which the elimination of tungsten grain contiguity is an
objective.

The Zr-W laminate shown in Figure 12 behaved in a brittle manner, similar
to the W-Ti composites, but this sample did not suffer from the excessive oxygen
content. The entire cross section was composed of approximately three
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lamination units. It has been recently made clear that this few number of
laminations is not sufficient to influence the failure behavior in ballistic
testing and that there is a direct effect whereby greater numbers of laminations
are beneficial (12). Figure 12 shows the crack path in the region of the punch
strike. The crack clearly propagates through the tungsten phase, but there is
no cracking in the zirconium layer. The original purpose of the zirconium was
to provide a preferred crack path, but it certainly appears to not be the case.
Not enough testing was conducted to permit reporting on promising trends.

SUMMARY

An electromagnetic Hopkinson Bar apparatus was constructed to evaluate
tungsten-based materials at elevated strain rates. This device was successfully
tested and revealed unique failure behavior in the materials tested.
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EFFECT OF IMPURITIES ON THE ELECTRONIC STRUCTURE
OF GRAIN BOUNDARIES AND INTERGRANULAR COHESION

IN TUNGSTEN

Genrich L Krasko

Army Research Laboratory, Metals Research Branch
Watertown, MA 02172-0001

The cohesion of a grain boundary (GB) is believed to be the controlling factor limiting the
ductiiity of high-stngth metallic alloys, and particularly W. Intganular embrittlement is usually
associated with segregation of impurities at the GBs. Impurities present in ppm concentrations can
result in a dramatic decrease in plasticity. This paper reviews recent results on both semi-empirical
and first-principles modelling of the energetics and the electronic structures of impurities on a
(111) GB in W. Our calculations have shown that impurities, such as N, 0, P, S, and Si weaken the
intergranular cohesion resulting in "loosening" the GB. The presence of B and C on the contrary,
enhances the interatomic interaction across the GB. The so-called site-comxpetition effect should play
an important role affecting impurity distribution in W GBs. Among the impurities analyzed, B in the
GB has the lowest energy, and thus would tend to displace other impurity atoms from the GB.
Microalloying with 10-50 ppm B may be an effective way of impowing tungsten's ductility. These
results are important for understanding the fundamental physics of interganular embrittlement.

INTRODUCTION

The reduced cohesion of grain boundaries (GBs) is often the controlling factor limiting
ductility, and hence performance and reliability of high-strength metallic alloys [ I]. Intergranular
embrittlement in metals is usually caused by impu-rities segregating towards the GBs [2-6]. A ductile-
brittle transition temperature (DBTT) as low as -196C (7] was observed in high purity W single
crystals obtained by electron beam zone melting with special impurity gettering. Impurities present in
bulk concentrations of 10-3-10-4 atomic percent can result in a dramatic decrease of plasticity,
drastically degrading mechanical properties of metallic alloys, in particular, W, and thus posing
significant technological and application problems. This detrimental effect of minute impurity
concentrations can be readily understood. A simple estimate shows that a ppm amount of impurity is
sufficient for saturating all the grain boundaries in a typical gnain-size polycrystal. Sensitivity of the
DBIT to the grain size confirms the above physical concept the larger the grain size, the smaller
amount of impurity is needed to saturate the GB[3]. Fine-grain polycrystals are known to be less
brittle. It should be noted that BCC crystals, being not-as close packed as FCC or HCP, are
particularly prone to GB embrittlement by impurity segregation.

If impurities are the main cause of embrittlement, gettering the impurities is the obvious way
of ductilizing W. A well-known, though extremely costly option is to use the so-called "Rhenium
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Effect" (,see, e.g.[81 and references therein). A more promising way of removing "the harmful"
imputities, such as 0, N, P, from the GBs is gettering by forming thermodynamically stable phases
with other elements, e.g. Ti, Y, Mo, Zr, Hf, B [9-111. This process, however, requires careful
control siv,'.e the ductility upon gettering will be improved only so far as the second phase
precipitates remain fine; any coagulation of precipitates, such as the so-called Ostwald ripening,
would result in an adverse embrittling effect.

During the recent decade, extensive experimental work was performed directed at a better
understanding of the effect of impurities on intergranular cohesion in W. In this respect, a
considerable contribution of Russian metallurgists should be acknowledged (see, e.g.[7-14] and
references therein). Unfortunately, most of the related papers have been published in Russian, and
therefore are virtually unknown to metallurgists in the West, though some of the papers have been
translated.

Recent progress in developing efficient methods of first-principles calculations and
computational algorithms made possible systematic studies of the role of impurities in intergranular
cohesion of transition metals on the atomic and the electron-ion level. Calculations on both cluster,
two-dimensional and supercell models of GBs with impurities have provided an in-depth insight into
mechanisms of GB decohesion (for references, see[ 15]).

Since the first-principles electronic calculations on low-symmetry systems (such as lattice
defects or GBs) are still extremely complicated and costly, semi-empincal methods based on solid
first-principles foundations have also been deveioped. Among them, the most popular is the
Embedded Atom Method (EAM) [16]. This method has been successfully used in a wide variety of
calculations.

The purpose of this paper is to elucidate the energetics of Impurities on a tungsten GB, and
analyze the effect of impurities on the intergranular cohesion in W on the electron-atom level. A
deeper understanding uf the cohesion-decohesion processes on the microscopic level will lay a
foundation for a "smart design" of ductile W alloys. In particular, the theoretical analysis of the
electron structure and the energetics of W GBs, both clean (CL) and with impurities, enables one to
make important rwdictions. As a result of the theoretical analysis we suggest a way of improving
the W ductility by using the so-called "site-competition" effect. Boron inuoduced in minute
quantities of 10-50ppm would cleanse the W GBs of other harmful impurities, enhancing the
intergranular cohesion and thus improving the ductility.

ENERGETICS OF IMPURITIES IN W GBs.

In order to study the energetics of impurity atoms in a W GB, we have chosen first to calculate
the quantity which may be called "environment-sensitive embedding energy" (ESE), the energy of an

impurity atom in an atomic environment typical for a
GB. Knowledge of these energies for various impu-
rities enables one to compare the relative stability of
a particular impur;ty in the W GB environme nt.

. • ' of Having calculated the ESEs for a number
of impurity atoms, one can use this information in
a modified EAM approach for calculating the GB

- -- relaxation. The latter calculation enables one to
"' . / draw important conclusions regarding the intergra-

nular cohesion in W in the presence of a specific• impuri~y in the GB.

The model chosen for the GB environ-
- ment is an 8-4torn hexagonal supercell (W6X,

a " b where X is an impurity atom). The supercell is
a shown in Fig. 1, together with the capped trigonal

Fig. L.The W6 X hexagonal supercell emulating prism coordination of the surrounding W atoms.
a typical trigonal prism environment of W A trigonal prism GB configuraion is
atoms ;n the (11 1).3 GB: a) the supercell; b) the believed to be a typical GB environment in BCC
trigonal prism coordination; 0 W, @ Impurity metals and is predicted by the theory of hard sphere
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packing. Atomistic relaxation studies have shown that in Fe an impurity atom, such as P or B, is
likely to occupy an interstitial position in the center of the trigonal prism formed by Fe atoms in the
GB core (even if, like in case of P and B, the impurity forms a substitutional solid solution with the
host). The hexagonal supercell of Fig. I has a relatively high symmetry; it also emulates a (11) .3
GB environment [15].

We performed the spin-polarized scalar -relativistic Linear Muffin Tin Orbitals (LMTO)
calculations (our method and approximations were the same as in [ 151). First, a series of calculations
(for six different volumes) were performed with an impurity absent from the supercell, i.e. an empty
sphere of the same radius as that of the radius of the impurity's atomic sphere was substituted for the
latter. Similar calculations were then performed for each of the impurities: B, C, N, 0, Al, Si, P and
S. The ESEs were defined as follows:

ESE = E(W6 e) -E(W60)-E(0) (1)

where E(W6@) and E(W60) are respectively the energies of the supercell with and without the
impurity (a stands for an empty sphere substituted for the impurity atom), and E(e) is the energy of
the free impurity atom. In order to make the calculations more consistent, we have chosen to use, as
E(O)s, the values of E(W6@) - E(W60) extrapolated to the zero charge density (n=O), which would
correspond to the energies of impurities in the GB environment with the host crystal lattice infinitely
expanded. The ESE energies, Eq.(1), as a function of n, the electron charge density due to W atoms
at the impurity site, are presented in Fig. 2.

Plots in Fig. 2 explain an experimentally observed phenomenon known as the "site
competition" effect. As one can see, in the range of electron charge density typical of a GB (0.015-
0.025 a.u.), B has the lowest energy and thus would tend to displace the other impurities off the
GB. Thus, there exists a "site competition hierarchy". In fact, in W, N was found to successfully
compete with C [11]; while C competes with P [17].

The plots in Fig. 2 also reveal an important aspect of GB impurity behavior. All the plots
have well pronounced minima. The positions of the minima correspond to the electron density at the
impurity site due to the surrounding W atoms which would occur if the GB were allowed to relax in

10.0 such a way as to minimize the impurity's energy.
3 P The minima positions systematically (except for N)

7.5- $I A 1 shift towards lower densities with the impurity
losing its competitive power. A smaller charge

.0., density means a more "loose" GB, less strong and
>more prone to decohesion. The minimization of the

"total GB energy (rather than only the energy of the
"0.0 impurity atom) gives the characteristic charge densi-

ties which are somewhat higher than those in the
-2-5. minima.However, from this voint of view, N, 0,

S, P, Si and Al are the obvious candidates for being
05.0 0.01 0 0.0 0.0 "decohesive", while B and C may be called

0 (a.u.) "cohesion enhancers". In fact, B and C were experi-
mentally found to improve the GB cohesion in W

Fig.2. The "environment sensitive embed- [9, 10, 18, 18-20], while 0, Si, P and S, being
ding energies" vs n, the electron charge strong embrittlers [3, 6, 17-211, are believed to
density (in atomic units, a.u.) weaken the GB cohesion.

As mentioned above, the GB environment we were dealing with was that of the (11) 03 tilt
GB. The GB structure can be represented as a succession of (111) hexagonal planes:

.... CBACBACBACBACBABCABCABCABCABC....

(the GB plane is marked by A). The CBABC atomic stacking of the core of the GB (CL or with an
impurity) is just the one emulated by the 8-atom supercell shown in Fig.1. In order to find the GB
structure corresponding to a minimum of energy, Eq.(2), the interplanar distances were varied, while
the interatomic spacings and the structure within the (11I) planes were left unchanged.

The total energy, E, was calculated using a modified EAM approach:
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E =TR Eemb(n(R)) +Ia2•RR' V(RR') +ESE(n(Rimp)) (2)

where Eemb (n) and V(RR') are the EAM embedding energy and the pair potential as found for the
bulk BCC W (we used the Finnis-Sinclair functions and parameters [221). The third term is the
energy of the impurity atom. R and R' are the positions of the host atoms, Rim is that of the
impurity, and n(R) and n(Rimp) are the electron charge densities at the site of a host atom and the
impurity respectively. The electron charge density at a given site can be taken to be a superposition of
the free atom charge densities or found from more sophisticated procedxts.

It was found that, like in the case of the Fe GB (23], the interplanar distances oscillate (as a
function of remoteness from the GB), the deformation waves decaying by thel0th- 12th plane away
from the GB. An interesting feature of the CL GB relaxation is that the distance between the 2nd and
3rd planes is a little over a half of the (111) interplanar distance in bulk BCC W (0.550A vs
0.914A). Though W does not undergo transformation into the wphmae, the "misbalance" in
interatomic interaction arising due to the GB results in the tendency for plane 3 to nearly collapse into
plane 2 (the *)-phase configuration). The site-projected electronic densities of states of the W atoms
in planes 1-3 are very similar to that typical of a 0-phase.

The impurity atoms, B, C, N and 0 result in some "damping," of the relaxation deforniation
waves, i. e. decreasing the oscillation amplitudes. This damping is most pronounced for B and C.
Although the distance between planes 1 and 2 (which is the distance between two W2-atoms across
the GB) monotonically increases, the tendency of plane 3 to collapse into plane 2 disappears: in the
progression B through 0 the W2-W3 distance is almost equal to that in the bulk. Except for the W2-
W3 distance, the amplitude of the deformation wave increases with Al, Si, P and S. Damping of the

deformation wave may be interpreted as "cohesion
s enhancement", while the corresponding increase of the

"P deformation wave oscillations may be thought of as
4- .resulting in "decohesion".

o From a thermodynamic point of view [24], the
2 A impurity's embrittling potency depends on the difference

t. - between the free energies of the impurity's segregation
v ,on the initial GB and on the two free surfaces emerging

.2-, upon fracture. The higher the difference, the stronger the
Sc embrittling potency of the impurity. As a less rigorous

"but simpler criterion, in Ref.[5] the sublimation energy
- .differences between the host and impurity were

2 3 4 5 6 7 calculated in an ideal solution model for over 60
elements. According to Ref. [51, among the elementsFig.3. AE=EGB(*)-EGB(CL), the energy analyzed,. only B, C and Os may be cohesion enhancers

difference between the GB with impurity in W. In our more rigorous approach, the effects of
0 and CL GB, vs the Periodic Chart impurities on GB stability can be analyzed by simply
group number comparing the GB energy differences, AE, between the

GB with impurities and the CL GB.
The corresponding values for the impurities discussed are plotted in Fig. 3. One can see that

the GB stability decreases from B towards 0, and the energy difference becomes positive for P and
S--the strongest embrittlers. The latter means that GBs with P and S are unstable at OK.

IMST PRINCIPLES GB SUPERCELL CALCULATIONS

In order to study the electronic structure of the GB (both CLand that with an impurity atom
in it) we performed a series of LMTO superceil calculations. A 20-atom supercell was used as a
model of the GB (Fig. 4). Again, like in our semi-empirical calculations, the GB is modelled by the
succession of (11) hexagonal planes:

CACBACBACBABCABCABCAC
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The two stacking faults: ... CAC... and
...BAB.... imitate two (11) £3 tilt GBs. The TABLE 1
filled circles in Fig. 4 show impurity atoms (or Interatomic Distances (in A in Relaxed GBs
empty spheres,O, if the GB is CL). The1 are
8 planes of W atoms between the two GB
planes A. The immediate impurity environment 0 S-W3 W1-Wi Wl-W2 W2-W2
is again the mrigonal prism of W atoms shown
in Fig. 1. 0 1.807 2.841 2.873 2.512

In order to make the GB model mom B 2.170 3.056 2.914 2.690
realistic, the interplanar distances were taken to C 2.223 3.090 2.924 2.736
be equal to those obtained from the above semi- N 2.290 3.133 2.940 2.805
empirical relaxation calculations for planes 2 0 2.317 3.150 2.948 2.839
through 5 (on both sides of the GB planes); the P 2.588 3.345 3.048 3.234
distance between two equivalent planes (5) in S 2.666 3.426 3.090 3.389
the middle of the supercell was set equal to the
int•rplanar distance in the bulk (0.914A).

When a metalloid atom is added into a transition metal crystal lattice, two effects are
produced. First, the crystal lattice is expanded, and second, a covalent bond between the impurity
atom and the host transition atom is formed[25]. A similar situation takes place in a W GB.

As follows from our
calculations, the volume difference

b-between the CL GB and that with an
A 1 impurity increases monotonically

from B through S. From the intuitive
B a point of view, the increase in volume
C: 3 '1 is expected to result in a weakening of

--- interatomic bonding, though, in
A- principle, an impurity may exert a

strminger interaction in spite of the
" 4 - lattice expansion.

* .Table I shows the interatomic
distances in relaxed GBs.The distance

4 between an impurity atom (or an
B 3 empty sphere) and Wi atom

C, (2.584k), is the same in all tcases,

since we did not allow the atoms
Awithin the (111) planes to relax.

CThe counterpart of the nearest
2neighbor distance in the bulk BCC

lattice (2.741A) is the distance bet -3 -ween two Wl atoms (Wi-WI) in the
V [111] direction. In the CL GB this

distance is longer than in the bulk,
4 . < while the shortest distance is the one

, (•, between two atoms W2 (W2-W2)
• • A 4, -' = 1 across the GB. In the CL GB there is

A >c' i Fig. 4. a)GB - schematic; b)20- a significant void (occupied by an 0);
atom hexagonal supercell; only the distance between atoms W3 (W3-
parts adjacent to the GBs are W3) across the void (and the GB
shown; c)View .Jlong ['121 plane) is quite large: 3.614A. Thus,

g • •2 direction of the periodic (111) -in the CL GB the strongest interaction
plane array; small and large circles is W2-W2, followed by Wl-WI and

A are W atoms in alternating (110) W1-W2. With an impurityatom in
)planes. Dark circles--impurity place of 0, the interatomic interaction

1 atoms (or a vacancy in CL GB) changes significantly. Now the

shortest distance is O-W3, W2-W2
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0W3 being the second, and the interaction
20-. between the impurity atom and atom W3

becomes of utmost importance.
A. Fig. 5 shows the site projected0o ; e , ,, electronic densities of states (DOSs) for

to_' sJ c/atoms WI and W3 for the CL GB and
L IGBs with different impurities.The lower

.1200-16000-3o 0-660 -460 -260 0 100'1600 -360 .660 -.4 0 -2F0 ("negative") parts of the plots show the
site-projected DOSs within the atomic

20 C spheres of the corresponding impurities;

to. 1 they are identical in plots for atoms WI
L and W3. These plots actually represent

0.'a. the GB electronic band structure, and
10 !E allow an analysis of interatomic bonding.

F ' rWhen an impurity atom is
2. ".O o 1o 00oo - 60 .600 2 0 0 immersed into the electron-atom system3010 of the host, its electrons become part of

20, N the whole system. The atom's electronic
states hybridize with the electronic bands

to, of the metal, resulting in forming covalent
bonds between the impurity and the host

i '"'Y- atoms. In fact, the whole electron charge
o,10 density distribution becomes affected,

2o0 and interactions among all the atoms
.1400"1200 460 -600- -'• 1400-1200 -80o -600 -400 .2: 0 disturbed.

As is typically the case for
20. 0 t•metalloid impurities [ 151, the impurity s-

to- electrons (2s for B through 0, and 3s for
P and S) form in W the narrow impurity

- "bands below the bottom of the metal
10. .';'I' valence band. Even though the
o corresponding s-levels in the free atoms
-I00-160 600,:400 -0 0 0- 0-10-16oo.1400-60 .460 .200- lie well below the W p- an !- bands,
-I 01upo alloying, the s electrons do

20. hybridize with those bands, resulting in
Sstrongly localized but rather weak ionic
Stype bonds.

The impurities' p-electrons with
' V-101 the energy right inside the W valence

to El F' E1F bands, create pronounced covalent
20 -2 bonds. The impurity bonding states of

I:Ioo-100oo'sbo .Oo .260 - 00-1o0o .9 ".,60 .2Fo" d predominantly p-type hybridize with W
2 S mostly d- and also p- states.Comparison

20- of the DOS plots for atoms WI and W3
to. ,show that the 0-WI hybridization in the

0. " .- GB plane is stronger than 0-W3 across" """-' ' "" " 'the GB, in spite of the fact that the former
10 o40, . 0____ Er distances are larger than the latter (Table
20 "_1).Thismeans that the W Pims in the
-1 40oo0 -.0o-2 60 . ":"oo 0-60 -4b-20 GB plane are bound stronger than across

E N E R G Y (mRy) the GB. As one can see, the impurity s-p

Fig. 5. The site-projected DOSs (states/Ry) for atoms bands are shifting towards the W d-band
W I and W3; s_.- p d - ; bottom, thus "switching off' the W
Zero energy here and in Fig. 7 corresponds to the EF bonding d-electrons in the upper part of
of bulk BCC W the d-bands. As a result the hybridization
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becomes weaker in the row B through 0. In case of
B, a significant part of the W d-states are involved. 0200 B 0
In fact, one can even speculate that the O-W3 0.175
hybridization is the strongest, since a pronounced 0.150
peak of W d-states is involved. For 0, P and S, the 0.12'
hybridization of electronic d-states at the bottom of .
theld-band (the peaks around -600mRy) within the "S 0
atom W3 sphere almost disappears, while it is still c 0.075o
moderate within the atom W1 spheres. 0.050

Another important trend can also be seen. 0.02-

Beginning with N and beyond, some anti-bonding 0 . I . I I
states (both in W and *) --to the right of the 0.50 0.75 1.00 1.25 1.50 1.75 2.00 2.25 2.50
"troughs" around the Fermi energy, E--are progres- r (au.)
sively filled, resulting in weakening the interatomic Fig. 6. Electron iharge densities in atomic
bonds. In terms of the charge density, "bonding" spheres of B and 0
means a pile-up of electronic charge in the space
between the atoms, while the "anti-bonding" states result in decreasing the charge density. Fig. 6
compares the electron charge densities in atomic spheres of B and 0. The arrows show the density
values corresponding to the so-called "muffin-tin" radii, the radii of touching hard spheres represen-

Soo _ting B or 0 and atom W3(the nearest neighbor

CL o, BCC towtheimpu atom W3 s). One can see that the
400 electron density of B in "the point of contact"

with atom W3 is 1.5 times greater than that of0, thus suggesting a higher "bonding
200- capacity" .of B, as compared to that of 0.
1W Finally, it is interesting to compare

0. the total DOSs of a CL GB, GBs with
1.0oboo . 660 -4& .1____ 4wo impurities and bulk BCC W. Fig. 7 showsSo the plots. As in the site-projected DOSs, the

4W0B Eli C E~GBs with impurities demonstrate strongly.
300• localized impurity bands. Each of them

contain exactly two electrons, as it should be,
200 since the corresponding Brillouin Zones are
100. completely filled. As was mentioned earlier,
0 °the anti-bonding states (to the right of the

Z.00 .ioo .0 .' . throughs around '-100nRy) being almost
00. " completely unfilled in bulk W, begin to

400 N EF 0 EF progressively fillin the GBs. The Fermi
300. energy, EF, sits on peaks, their heights

20 increasing from B through S. In fact, the EF
200 peak in the CL GB is higher than that for B.
100 A relative DOS value at EF is known to be an

_0 1 ' indication of the system stability. The higher
.W-80 -6 - the value, the lower the stability. From this

400 L S point of view, the stability of the GB is lower
,_ than that of the bulk W, while B improves the

3W0 stability as compared to that of the CL GB.

200.

,11 0 CONCLUSIONS

.o21 -1060 Both the semi-empirical and first-
ENERGY (mRy) principles analysis has shown that B in the W

.Total DOSs for BCC W, CL GB and GB plays a dual role. First of all, due to the
Fig. 7. Totas D ows fo w the W, enerGB site-competition effect, it tends to displace
with impurities. Arrows show the Fermi energies the other impurity atoms off the GB thus
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"cleansing" it. At the same time, B enhances the intergranular cohesion, thus improving resistance to
brittle fracture. A simple estimate shows that 10-50ppm of impurity atoms will saturate the GBs in
W. Ideally, the same amount of B would be sufficient to significantly improve the ductility.
However, the above analysis disregards a possible chemical activity of B, e.g., forming boron
oxides or tungsten borides. The latter would require introducing a multiplying factor to correct for B
expended on the chemical activity. Alloying W with B in quantities 10-15 times greater did result in a
significant (150C) drop in DBTT [9,121. This effect was attributed to gettering 0 by forming boron
oxides. In any case, microalloying W with B is extremely promising. The relatively ductile W, being
a BCC metal, may be able to develop the adiabatic shear behavior (important for anti-armor
applications [26]); the adiabatic shear instability is observed in BCC high-strength steels in
conditions of "marginal" ductility [27]. It is also worth noting that at high temperatures microalloying
W with B (and possibly with C) would improve resistance to creep. The experimental work directed
at elucidating the various aspects of microalloying W is currently in progress at ARL.
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A particular material which has certain interesting features or is used in
a sensitive activity might require evaluation without direct knowledge of its
fabrication or processing history. This brief communication demonstrates how
cert2in information can be gleaned about a tungsten heavy alloy without any
detailed a priori knowledge of its fabrication. The material so examined is a
commercially-produced tungsten heavy alloy with a nominal concentration of 93
wt.% tungsten.

The material in question was received in final manufactured condition as a
full-scale, kinetic energy (KE) penetrator. Appropriate sections were taken from
it for chemical analysis, quasi-static mechanical testing and microstructural
analysis. Chemical analysis showed the composition of the major metallic
constituents to be: 92.8 wt.% W, 6.0 wt.% Ni 1.1 wt.% Fe, and 0.15 wt.% Co.
Tensile testing at a strain rate of Sx10"-4 s- (ambient temperature) indicated
the material to have ultimate tensile (UTS) and yield (0.2% offset) strengths of
187 KSI and 164 KSI, respectively. Elongation was measured to be 14%.
Unnotched Charpy impact (5 mm x 5 mm) measurements were found to average to 5.7
ft-lb.

Optical microscopy of polished sections revealed that the W grains were
elliptical in nature indicating that the material had been-deformed. From the W
grain aspect ratios, it was estimated that the amount of area reduction the
alloy had undergone (presumably by swaging) was approximately 35% (1). Fracture
surfaces were examined by scanning electron microscopy (SEX). Fractography of
the surfaces created by tensile testing and charpy impact measurements, as well
as by hammer fracture, revealed typical fracture features that predominate in
tungsten heavy alloy failure; (i) cleaved W grains, (ii) ductile matrix failure,
(iii) W-W intergranular grain boundary separation [featureless), and (iv) W-W
intergranular grain boundary separation showing precipitation of y-phase on
failed boundaries, Figure 1. Additionally, there were regions of W-y interphase
failure that appeared featureless. This fracture feature has previously been
associated with impurity element segregation (i.e., S and P) in other W heavy
alloys (2].

Thin foils for examination by transmission electron microscopy (TEM) were
prepared by electropolishing. These sections were taken transverse to the
length of the penetrator. TEM examination showed that the matrix phase and the
W grains had dislocation cell structures that have begun to form as a result of
the deformation, Figure 2. Additionally, the precipitation at the W-W grain
boundaries was confirmed to be Ni- and Fe-containing fcc y-phase by both
selected-area electron diffraction (SAED) and energy dispersive X-ray
spectrometry (EDS), Figure 3. This has been identified and confirmed in other
tungsten heavy alloys previously (3). Furthermore, fine scale precipitation was
observed in the interior of the W grains, Figure 4. These precipitates are most
easily observed when th6 diffracting conditions used enhance their <100> strain
contrast. The precipitates are very much like those observed previously in
tungsten heavy alloys [4,5]. They are platelets that lie on (100} planes and
are approximately 3.5 nm in diameter. Both W-W grain boundary precipitation
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and fine scale precipitation are indicative of post-deformation heat treatment,
such as aging. The electropolished TEM thin foil makes an excellent surface
from which to obtain further SEM data. Figure 5 shows how these samples are
used in conjunction with a high resolution SEM to obtain more statistically
valid information; in this case W-W grain boundary precipitation is shown.
Also, inclusions that contained: Al, K, Ca, Ti, Cr, and Mn were identified with
the aid of EDS, Figure 6.

In summary, it is believed that this nominally 93 wt.% W heavy alloy has
been swaged and aged to strengthen it beyond its as-sintered strength. It is
believed that improvements to this alloy could potentially be made by reducing
the concentrati~on of impurities that contribute to inclusion formation and W-y
separation. Several diagnostic techniques have been demonstrated which can find
utility in uniquely characterizing commercially manufactured tungsten heavy
alloys..
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FIGURE 1. SEM fractograph for the same surface showing a variety of different
types of tungsten heavy alloy failure: (A) extensive W grain boundary cleavage;
(B) another area showing W-W failure with precipitation on boundaries (e.g. 1],
ductile matrix failure [e.g.2J, and featureless W-y separation [e.g.3]; (C)
higher magnification showing two separated W-W boundaries with precipitation;
and (D) htgher magnification showing W-y separation [1J and largely featureless
w-W boundary failure [23.
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FIGURE 1, C and D

FIGURE 2. Low magnification TEM sh~owing dislocation cell structures in a W
grain formed as a result of post-sintering deformation.



FIGURE 3. TEI4 results fte a W-W grain boundary: (A, top) bright field, (B,bottom) dark field ;*kft9 I matrix phase 133 reflection (inset) showinginterfacial Y pr~c..;itat;.on, and (C, next page) EDS from precipitate showingsubstantial Ni, Po vW~ t.
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FIGURE 4. Dark field TEM images of the interior of a W grain: (A) two-beam

image that shows the -3.5 run diameter precipitates to have black/white lobe
contrast and (B) weak beam image of the same area that shows the precipitate

strain contrast to be light on a dark background.

42



FTGUPE 5. Backscattered electron SIM images from the electropolished thin foil:
(A) low magnification showing several W grains, which appear light, and (B)
higher magnification of a W-W grain boundary which has significant interfacial y
precipitation.
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FIGURE 6. Additional SEM results from the electropolished sample showing an
inclusion: (A) backscattered electron image, inclusion appears dark due to
lower than average atomic number, and (B) EDS from inclusion showing the
presence of several impurity elements. It is very likely that the inclusion is
a complex oxide.
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This report describes the progress made in dynamic thermo-mechanical investiga-
tions, using the Gleeble 1500, of the yield properties of tungsten heavy
alloys. This study describes properties of tungsten heavy alloy at elevated
temperatures and strain rates, that can be useful in the modeling of long rod
k.Lnetic energy penetrator behavior.

Introduction

Tungsten heavy alloys have application as long rod kinetic energy (K.E.)
penetrators if some of their properties can be improved. The goal is that they
perform as well as those made from depleted uranium (DU). Penetrator applica-
tions require the highest level of toughness, strength, hardness, and ductility.
Commonly, the most useful heavy alloy compositions are based upon the W-Ni-Fe
ternary, with tungsten contents ranging up 97 wt pct. The balance is nickel and
iron most often in a ratio of 7:3. Recent work indicates that the toughness of
8:2 nickel:iron ratios is greater than the traditional 7:3 but these have not
been ballistically tested on a widespread basis (1). Balliatic testing at the
Materials Directorate of the Army Research Laboratory (formerly the Army
Materials Technology Laboratory) has employed the depth of penetration (DOP)
test for many tungsten alloys; most predominately those with approximately 90-93
% tungsten, with a matrix composition that contained nickel, iron, and/or
cobalt. A full description of the DOP test can be found in Woolsey, et al. [2].
These results revealed that density is the only apparent driver of performance
in this test. This work also demonstrateJ that the mechanical properties have
little influence over performance in the DOP test [3]. This work supported the
observations of Ekbom, et al., who stated that strength was not a primary factor
in penetration of homogenous targets [4).

GTE Sylvania (Towanda, PA) performed an extensive study on the interrelationship
between chemical composition, thermo-mechanical processing history, microstruc-
ture and ballistics performance of tungsten heavy alloys. Among the significant
findings of that program was that the optimum mechanical properties were
attained when the nickel:iron ratio of W-Ni-Fs alloy was 8:2, instead of the
traditional 7:3 which has historically been thought to be better. The 8:2 ratio
had superior mechanical properties and in some cases showed slightly improved
ballistic properties. In general though, no strong correlation could be drawn
between the mechanical properties and ballistic performance (1].
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The problem with all previous efforts to correlate mechanical properties to
ballistic properties has been the use of quasistatic testing rather than testing
at elevated strain rates. There has been a move lately to change this approach
and evaluate the ballistic potential of penetrator alloys with high strain rate
test procedures (5-8] largely employing the split Hopkinson bar apparatus, in
both compression and torsion. Along with this change has been the realization
that to be able to model material response of a penetrator using computer codes
requires that the properties of the relevant tungsten alloy are needed rather
than the properties of pure tungsten.

Previous research by Bose, et al., involved generating data on mechanical
property variations with test temperature and strain rate for a common tungsten
heavy alloy with a well characterized microstructure and processing history [9].
These results were gathered using tension specimens over a range of temperatures
and strain rates. Data of this type and the data to be presented here can be
very useful in developing materials models for ballistic interactions.

A microprocessor controlled, dynamic, thermo-mechanical test machine called the
Gleeble 1500, was used to determine the mechanical response of a commercially
available 91% tungsten heavy alloy. This type of experimental testing can
provide some of the constitutive data necessary for developing modeling and
processing simulations. The ultimate objective is to determine the process-
ingfproperties/microstructure required to optimize the performance of tungsten
heavy alloys for use as kinetic energy penetrators.

Evaluation of the data from elevated temperature deformation experiments depends
on the choice of constitutive equations. These equations hopefully are the ones
that most accurately express the material's response. It is desirable for such
a constitutive model to be based on physical processes that occur within the
alloy over wide ranges of temperatures and strain rates, and yet the model must
contain measurable parameters from easily performed thermo-mechanical tests
[10]. The present approach to describing constitutive relations for metal
deformation is based on unifying the microscopic physical processes occurring
during deformation (10].

The choice of model significantly affects the simplicity of the test and the
number of material constants that must be determined (11]. The Gleeble 1500 is
a sophisticated system to help generate the data required to describe the
temperature dependent, elevated strain rate, stress-strain behavior of these
tungsten heavy alloys. The experimental data can be fitted algebraically into
the classic strain rate dependant equations and present a greater understanding
of the material's flow behavior in terms of either strain, strain rate or
temperature. Often complicated microstructural changes can occur during high
temperature deformation processing. These include: strain hardening, strain
aging, recovery and recrystallization. Because of this it is very difficult, if
not impossible to describe the complete elevated temperature deformation
behavior using a single relationship (12].

Backoround Theory

Many attempts have been made to fit mathematical equations to describe the
steady state stress-strain rate material behavior. The simplest, and hence, most
common is a power law expression of the form;

a = Ae" equation 1

where constant A is the stress at a strain rate of one obtained at constant
str.in and temperature, and m is the strain rate sensivity as determined by the
slope of a log-log plot of this equation [131. This power law expression will
most often adequately describe the dependance between flow stress and strain
rate. A similar relationship can be derived for stress-strain behavior obtained
at constant strain rate and temperature. By experimental observation during
this study, we've found the expected relationship where increasing the strain
rate increases the material's flow stress. The strain rate sensitivity of most
metals is usually low at room temperatures, and increases with increasing
temperature; especially at temperatures greater than half the melting point
(14]. The temperature range investigated here is well below the melting
temperature IT.) of pure tungsten but is much above 0.5 T. of the multi-
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component matrix phase. This can be. expected to cause difficulty in
interpreting the data of this two-phase composite.

The temperature dependence of the flow stress at constant strain and strain rate
can be represented by the relationship known as the Arrhenius equation:

a = C exp(Q/RT) equation 2

Where Q - activation energy, R - the universal gas constant, T = test tempera-
ture (OK) and C - a material dependent constant. A plot of ln a versus l/T will
yield a straight line with a slope of Q/R. This allows the simple calculation
of the activation energy at all temperatures and strain rates and is obtained
from the material's flow stress behavior. The magnitude of the activation
energy is indicative of the metallurgical processes occurring during deforma-
tion, such as, strain aging or recrystallization. Previous hot working studies
performed by Tuler provide a perception that thermally activated processes
assist deformation and reduce the flow stress at elevated temperatures [14].

Experimental Procedure

Cylindrical specimens 0.245" in diameter and 0.368" long (L/D=1.5) were machined
from a 91% tungsten heavy alloy purchased from a commercial source. The ends of
these compression specimens were ground flat and parallel within ± 0.0005".
Additionally, they were designed to minimize the possibility of buckling when
loaded on end. The quasistatic properties and the chemical content of the major
constituents of the tungsten heavy alloy chosen for this testing are presented
in Table 1.

The Gleeble 1500 test set-up can be seen in Figure 1. The specimen was com-
pressed between two tungsten carbide anvils with graphite as a lubricant to
prevent excessive barreling of the specimen during testing. The temperature
range for the compression testing was 5000 to 10000 C and the heating was
accomplished be electrical resistance and monitored ýy a thermocouple. The
average strain rates were in the range of 10-4 to 10" sec' 1 and the total
compressive strain applied was 20%. These strain rates bridge the gap from
quasistatic to dynamic. Figure 2 graphically describes the test procedure used
for this work. Note that the 12000 C anneal prior to compression was required
since the supplied material was previously swaged. The cooling rates to each of
the test temperatures varies because free cooling to those temperatures was used
and no attempt was made to control the rate.

TABLE 1
ROOM TEMPERATURE, QUASI-STATIC MECHANICAL PROPERTIES

AND
CHEMICAL ANALYSIS OF TUNGSTEN HEAVY ALLOY

0.2% YIELD UTS REDUCTION IN AREA ELONGATION

STRENGTH (MPa) (MPa) (%) (%)

1167 1178 16.8 11.9

TUNGSTEN (wt%) NICKEL (wt%) IRON (wt%) COBALT (wt%)

90.73 4.55 1.97 .2.75

Results and Discussion

Figure 3 shows the thermo-mechanical response of the 91% tungsten heavy alloy at
strain rates in the range of 1.6 to 1.8 x 10-2 sec"l. The figure shows the
expected result that the yield strength and flow strength decrease with increas-
ing test temperature. Figure 4 displays the strength at a total strain of 0.002
versus test temperature for each of the strain rates used. Also plotted is data
for room temperature compression of the as-annealed specimens. The 0.002
strength data was obtained directly from the data acquisitions and not graphi-
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cally from the plots shown in Figure 3. This results in a more accurate inter-
pretation of the yield data.

Figures 5 describes the temperature dependence of flow stress of the heavy alloy
at the two temperature extremes and the two average strain rates examined in
this work. This figure shows the expected result that yield and flow stress
increases with increasing strain rate.

Figure 6 summarizes the data obtained in terms of equation 1 where the slope of
the curve represents the strain rate sensivity (m). The strain rate sensivity
of metals increases with increasing temperature and is an indicator of changes
in deformation behavior. In a composite material such as this heavy alloy, the
elevated deformation behavior is complicated by the differing properties of the
two phases. Whereas the matrix has a melting point of approximately 14530 C the
tungsten particles melt at over 33000 C. The strain rate sensivity is said to
increase significantly over 0.5 T . The strain rate sensivity as determined
here is somewhat constant up to 8B0O C but apparently increases at 10000 C.
This may be because the temperature exceeds 0.5 Tm of the matrix by a sig-
nificant degree. Certainly more data must be obtained to determine if this
observation is correct.

Figure 7 is an Arrhenius plot based on equation 2. The slope of the line is the
activation energy (Q) of the deformation event at the strain rates given. It is
apparent from an examination of this data that there are two deformation
regimes; one below 8000 C and one above. The activation energies below 8000 C
were calculated to be 4.33 and 5.02 kJ/mole for the strain rates 1.75x10-2 and
1.84x10"1 sec- respectively. Above 8000 C the activation energies were found to
be 27.44 and 34.03 kJ/mole respectively. Since the strain rates used here are
relatively close, only one order of magnitude different, the activation energies
are nearly identical.

Summary and Conclusions

Cylindrical compression tests were conducted on a 91% tungsten heavy alloy in
the temperature range 500-10000 C to a total strain of 20% using two average
strain rates of 1.84x10l 2 and 1.75xl0"I sec"1 . The alloy exhibited the expected
strain and strain rate hardening, as well as, thermal softening. The strain
rate sensivity at 10000 C was found to be slightly higher than at lower tempera-
tures but this observation needs to be verified with additional data. Very
little variation in the activation energy was noted for the two strain rates
examined. This was attributed to the small difference between them. More
testing is required to verify data obtained and to extend to envelope of
information.
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Abstract

The results of a recent tungsten alloy development program undertaken by
the U.S. Army Materials Technology Laboratory to pcoduce improved penetrator
material are detailed. The objective of the program was to impart strength and
toughness increases in the alloy by eliminating tungsten grain contiguity in the
final microstructure. To achieve this end, a Ni+Fe coating was applied to
tungsten powder, followed by dynamic consolidation using the Ceracon- process,
In order to retain the coating. Physical, mechanical and microstructural
features of the resultant alloy were characterized. ballistic performance data
were obtained for penetrators fabricated from this material in both semi-
infinite penetration and plate perforation modtes. Te results for this alloy
are compared with results obtained with commercial alloys having similar
tungsten content.

Introduction & Backaround

Tungsten heavy alloys have been considered as a substitute for depleted
uranium as kinetic energy penetrators for a number of years. Both materials
have essentially equivalent high densities and comparable physical properties.
Both are also in sufficient supply and of comparable price, and the primary
consideration favoring WHA is an environmental one. With increasing importance
being placed on environmental concerns, including those related to degradation,
as well as those resulting from handling and use, the preference for WHA has
mounted and correspondingly, effort has been directed to develop composition and
thermo-mechanical processing which will bring the ballistic performance of the
WHA to equal or better that of DU. - Intuitively, and directed by computer
solutions of the ballistic encounter, researchers have directed their efforts
toward improved physical and mechanical properties. For many years efforts to
increase ultimate strength, hardness impact strength, toughness, transverse
strength, etc. have yielded favorable results. However, these improvements
generally did not result in significant improvement in ballistic performance.
As a result of this lack of correlation, efforts we..e, and are, directed toward
improving these properties at higher strain rates, at which the ballistic
encounter takes place. Moreover, the variation of the properties with strain,
strain rate and temperature are of major concern in understanding a material
behavior in a ballistic encounter. Due to the essentially adiabatic behavior in
ballistic events, the temperature dependence of properties probably takes on a
special importance.

Recently Magness and Farrandt have deduced, from an extensive study of the
penetration of various WHA and DU quarter scale penetrators, that there is a
significant difference in the diameter of the resulting hole in the armor from
eqUatelent diameter projectiles. They ascribe this difference to an increased
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mushrooming of the interaction zone of the WHA penetrator, while the DU
penetrator is prevented from build-up of a large mushroom-like head by a series
of sequential adiabatic shear zones which allow for and cause a sloughing off of
the accumulating material of the penetrator in the ballistic interaction zone.
A generation ago, this effect was described as a self-sharpening penetrator,
without further explanation. Recent efforts have been directed to introducing
adiabatic shear tendencies into WHA.

In discussing these two materials, WHA and DU, and reasoning and planning
by analogy from one to the other, the significant differences between the two
materials must be kept in mind. WHA are two-phase materials of very different
properties which may be logically called composites. In contrast to DU, which
is a monolithic alloy, the matrix of the tungsten heavy alloy is a ternary or
quaternary of iron, cobalt and nickel of varying compositions saturated at its
melting temperature with tungsten which is generally in the range of 25 weight
percent. The crystallographic structure is face centered cubic. Metallurgical-
ly it is, at room temperature one of the following; a) supersaturated solution
of W in the matrix composition, or b) micro-precipitated W in the matrix, or c)
macro-precipitated W in the matrix depending of the rate of cooling. The
tungsten phase consists of essentially pure tungsten single crystals of size in
the range 20-40 micrometers which exhibit remarkable ductility in the ballistic
encounter and also in hydrostatic extrusions. The tungsten grains thus behave
as nearly pure, defect free, and notch free single crystals. The net result is
that WHA is a composite of vastly differing components in density, melting
temperature, ductility, strain hardening characteristics and ageing characteris-
tics. These two components are made into a cohesive material by the tungsten-
matrix grain boundary energy of cohesion. This variable is subject to
modification, which provides the basis for the approach reported here.

A method of coating the tungsten powder with the matrix composition at in-
creased purity or with specified adulterants has been develyped through Small
Business Innovative Research (SBIR) contracts with Ultramet . Figure 1 shows
the basis system of fluidized bed coating for CVD matrix materials on tungsten.
This system is available to tailor the W-matrix grain boundary energy by the
removal of undesirable elements which congregate at the grain boundaries or the
introduction of desirable elements in part per millon range for beneficial
effects on the grain boundaries. Thus an approach is available to tailor the
grain boundaries to, for example, varied overall •uctility or frangibility
levels to prevent the build-up of a mushroom headf. This could be an alterna-
tive, in the case of a composite, to the introduction of adiabatic shear in-
stability. Always, properties must be sufficient to allow for the launch of the
projectile system.

Description of Material & Processing

The very large number of combinations of compositions, processing, purity
and subsequent deformation and aging requires a method of screening ballistic
performance against a variety of targets. A common method is the quarter scale
test in which a 65 gram (1000 grain) penetrator with a length to diameter (L/D)
ratio of ten, fifteen or twenty is fired at representative velocities against
suitable representative quarter scale targets. Results reported here include
those performed at AMTL, and also results of 24 gram penetrators with an L/D of
eight tested at Alliant Techoystems against both monolithic and multiple high
obliquity spaced targets.

The starting materials and processing are a departure from the normal path
of mixing powders followed by pressing and liquid phase sintering. In this
process, commercial tungsten powders in the 10 micron range, which may or may
not be screened to more uniform size fractions, are CVD coated with the matrix
alloy. Figure 1 diagrams the process, which is a development of Ultramet in
Pacoima, California. The process is being continually improved, thus giving
finer control of compositions, purity of the matrix coat and/or additions of
minority or parts per million components to tailor the tungsten grain-matrix
bond strength. The principal virtue of the coated powder method is the ability
to control the extent of contiguity and to control grain wetting, dihedral
angles and bond strength. The method of consolidation; similarly, represents a
departure from the normal and is primarily an effort to prevent the growth of
the tungsten grains which in normal liquid phase sintering grow from the
starting size of five to fifteen microns and of irregular shape to thirty to
forty micron single crystal type of nearly spherical grains. These latter
exhibit an exceptionally large ductility in the ballistic encounter, which leads
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to large mushroom heads in the penetrator interaction zone. This is assumed to
represent an excessive expenditure of penetrator energy per unit distance of
penetration. To prevent this, consolidation is therefore effected at a moderate
temperature, i.e. significantly less than liquid phase temperature, and by a
higher strain rate method. An idealized process would have a processing
temperature below the liquid phase temperature but would provide the increase in
temperature caused by the localized deformation for the rapid consolidation to
elevate the temperature above the liquid phase temperature. This process has
been developed by Ceracone of Sacramento, California; it is also being con-
tinually improved in control of parameters. A virtue of the olimination of the
major tungsten grain growth during the LPS is the usual gain in property
improvements for fine grained materials. Figure 2 diagrams the Ceracon process.
The consolidation process is quasi-isostatic by virtue of the ceramic pressure
transferring medium. Initial samples generally exhibited mora porosity than
typical LPS samples. It remains to be determined whether this can be utilized
in efforts to reduce the tendency to mushrooming by the WHA penetrators.

Procedures and Results

The CVD coated tungsten powders were consolidated by three different
methods, namely a) traditional CIP in the 30 ksi range follo..ed by LPS4 , b) HIP
processing of the coated powders sealed in evacuated steel cans and heated to
solid state sintering temperatures under pressures in the 40 ksi range, and c)
the Ceracon process in which the green coated powder compacts are treated under
pressures to 210 ksi at temperatures to 10000C, where a ceramic particulate acts
as pressure transmitting medium resulting in a quasi-isostatic pressure condi-
tion

The Ceracon process differs from the previous two by the availability of
higher pressures and higher temperatures, and by significantly shorter process-
ing times, i.e. processing times are in the range of minutes rather than hours.
The traditional LPS did not result in 100% dense samples, primarily because of
the uniformly sized tungsten powders used in the coating process. This could be
overcome by a range In size or addition of uncoated powders to the coated powder
sample. The HIP samples require additional work to optimize processing para-
meters to obtain desired microstructure and properties. In general, liquid
phase temperatures result in extensive tungsten grain growth and a matrix
saturated with dissolved tungsten. The Ceracon process can reduce or eliminate
these two by having temperatures slightly below liquid phAse and short process-
ing times. EDX scans of Ceracon-processed coated powders show little or no dis-
solved tungsten in the matrix. This almost certainly will change the strain
hardening and the ageing characteristics of the matrix, and offers an additional
parameter to adjust the material response. Also, at the present state of
development, the Ceracon process yields a volume dependent porosity, so that the
surface of processed samples have a 0.5 to 1.0 volume percent porosity. In
principle the surface porosity can be machined away, but zero porosity through-
out processed samples would be preferable. It is not inconceivable that
porosity can be used as an ally in reducing the mushrooming tendency of WHA,
perhaps enhancing the propagation of incipient shear instabilities. In a
composite such as WHA, one cannot expect to get both phases to shear locally
under the same conditions. Thus we must focus on one, probably the matrix, and
mitigate the delocalizing effect of the tungsten grains so that the instability
can propagate. To this end, a decrease in tungsten grain size would decrease
the blunting effect of the grains on matrix shear bands. Similarly, properly
elongated tungsten grains, those with the grain long direction parallel to shear
fracture direction will aid shear band propagation (i.e. decrease the blunting
effect of tungsten grains).

The metallographic structure of the CVD coated powders consolidated by the
Ceracon process are shown in Figures 3 and 4. Figure 3 demonstrates the
uniformity of matrix distribution, and Figure 4 demonstrates that at higher
magnification, areas which appear to have tungsten-tungsten contact show matrix
between the grains.

Mechanical testing of the Ceracon samples consisted of three point
flexural tests, un-notched Charpy tests and tensile tests. Data from the
flexural test are listed in Table I and yield some of the highest values in
combined ultimate strength and deflection as compared to conventionally pro-
cessed materials. Ultimate strengths in excess of 300 ksi are recorded with
significant deflection. Un-notched Charpy's in the miniature 5mm square
configuration did not meet conventional values of equivalent samples of LPS
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material. Values were in the range of 1.3 to 1.5 ft-lbs, compared to the usual
5 to 10 ft-lbs of LPS samples. Perhaps the residual porosity of the coated
Ceracon consolidated samples resulted in lower energy absorption. Tensile
strengths and elongation were also low compared to conventional material,
particularly evident with elongation in the range of 1% and UTS at 145-150 ksi.
Again, residual porosity probably results in the low elongation, and it remains
to be determined whether a) it can be eliminated by optimized processing, and b)
whether it is desirable to eliminate it at all.

Ballistic testing gave indeterminate results. Against semi-infinite
monolithic RHA in depth of penetration (OOP) tests, the coated material yielded
results, as shown in Figure 5, essentially equivalent to the baseline results
obtained with conventionally processed WHA m1terials. A complete description of
the DOP test can be found in Woolsey, et al . Th 's result is in accordance
with results as summarized by Magness 1 and others6 * that in such a test,
properties other than density and velocity have a minimum effect. However, in
limited testing at Alliant Techaystems, the Ceracon-consolidated coated powders
were compared to two commercial WHA materials, one domestic and one foreign, and
exceeded both of these in a DOP test by 11 and 13% respectively.

Against multiple high obliquity targets as tested by Alliant Techaystems8,
the Ceracon-consolidated coated powders did not equal equivalent conventional
WHA in resistance to high strain rate deformation and fracture. The measure of
performance in these tests was the penetrator residual mass after penetration of
the multiple layer targets. Using this measure, the coated powder was different
in that, while the residual mass was very similar to the two commercial WHA,
there were significantly more residual pieces, indicating more extensive
material fracture from impact loading. This is very probably due to the
residual porosity found in these samples. It remains to be seen if optimized
parameters of time, temperature and pressure in the Ceracon process will
eliminate this porosity, or whether in fact, the porosity can be utilized to
reduce the mushrooming.

Summary and Conclusions

1. The CVD method for coating matrix materials onto tungsten powdir par-
ticles has been established to deposit the matrix in the desired amount, in
either a state of purity or with additional trace elements to tailor the grain
boundary strength for specific material response.

2. A uniform size powder is most easily handled in the fluidized-bed CVD
processing, but LPS consolidation is most easily affected by a distribution of
sizes.

3. The solid state consolidation process developed and registered by
Ceracon is conducted generally below liquid phase temperatures, at high press-
ures in the range of 200 ksi which are rendered pseudo-isostatic by a particu-
late ceramic pressure transmitting medium, and at short times, namely several
minutes rather than an hour or more.

4. The results of consolidation via the Ceracon process are: a) the CVD
matrix remains essentially in the region surrounding the grain where it was
deposited, therefore reducing the contiguity of the consolidated sample, b)
Tungsten grain size remains, because of short times and lower than liquid phase
temperaturea, essentially equal to that in the starting powder, and c) Limited
dissolution of tungsten into the matrix takes place, again due to short
processing times and low temperatures.

5. The consolidated samples had a residual porosity of approximately
one volume percent; this was detrimental to multiple high obliquity target
performance but did not apparently degrade the penetration efficiency against a
monolithic target.

6. Post-mortem analysis of the Ceracon-consolidated CVD coated powder
material fired in DOP tests demonstrated behavior similar to that observed for
WHA consolidated by more conventional methods; namely, the existence of a highly
deformed region whithin a few millimeters of the penetrator target boundary,
separated by a sharp boundary from the completely undeformed penetrator material
directly behind the highly deformed region. This is shown in Figures 6 and 7.
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7. In the DOP test results, the residual length, mass, and mushroom
diameters of these penetrators fall within the statistical spread exhibited by
the commercial WHA.

8. It remains to be established whether residual porosity and/or
manipulation of grain boundary energies by the elimination or addition of trace
elements in the CVD coating process can be used to reduce or eliminate the
mushrooming tendency of the WHA in the ballistic encounter.
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Figure 5. Ballistic depth of penetration test results shown in
comparison to the baseline 91% tungsten alloy.

Langh |in) 0.5625 0.5625 0.5625 0.5625 0.5625 0.5625 0.56 ?5

(mmI 14.288 14.288 14.288 14.288 14.288 14.288 14.2t8

Width (in) 0.1488 0.1492 0.1494 0.1490 0.1490 0.1490 0. 15"00

Imms 3.780 3.790 3.795 3.785 3.785 3.705 3.810 I,

Menvet litm 0.1260 0.1255 0.1280 0.1250 0.1250 0.1250 0. 123')

"1mmI 3.200 3.188 3.200 3.175 3.175 3.175 3.124

Composition: %W 94.0 94.0 94.0 94.0 94.0 94.0 94.0

%Ni 4c3 4.3 4.3 4.3 4.3 4.3 4.3
%FS 1.7 1.7 _ 1.7 1.7 1.7 t,7 t .7

Consolidalion Cwacon Ceracon Cfracaio C ~aca" Cwacon Ceracon Ceracm%

Measured Denshli 17.95 17.95 17.95 17.51 17.80 17.95 17.95

f9lcm
3

t) I

Themetici Vmisfty 17.95 17.95 17.95 1795 17.9S 17.95 17.9s
(o1cm

3)_______ ______

Prment Owens 100.0 100.0 100.0 97.5 99.2 100.0 100.0

oegecilmt (On$ 0.024 0.018 0.020 0.010 0,013 0.016 0.024

("raI 0.610 0.457 0.508 0.254 0.330 0.406 0.610

MeaimaMI LMod 1i6) 889 801 785 667 810 949 823

(NI 3954 3563 1492 2967 3603 4221 3661

Ultblrne Stress fksai 318 288 279 242 294 344 306

(MPa| 2193 1986 1924 1869 2027 2372 2110

Table I. Flexural test results for coated powder consolidated
by Ceracon.
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ABSTRACT

A tungsten heavy alloy containing 93% W (Teledyne 93W-5Ni-2Fe alloy swaged to 17%)
was tested in torsion from quasi-static to high strain rates of loading. High strain rate tests were
conducted using a Torsional Split Hopkinson Bar apparatus. The results from these tests show that
the yield and failure strengths of this alloy increase with increasing strain rate. The strain to failure
decreases with increasing strain rate. At a strain rate of 600 s-1, flow stress decreases with
increasing strain, indicating thermal softening dominating over both strain and strain rate hardening of
the material at high strain rate of deformation. The instability that leads to the initiation of failure at
high rates is due to the formation of a localized shear band. The width of the intense shear zone of
deformation decreases with increasing shear strain rate reaching a limiting width of one to two grains
at high strain rates. As the shear strain rate is increased, there is a reduction in the number of cleavage
and brittle grain boundary fracture zones. The results under dynamic conditions show that the 93%
W alloy deforms and fails quite differently compared to that under slow rates of shear loading.

INTRODUCTION

Tungsten heavy alloys are used in many applications for their mechanical and physical
properties such as high density, high strength, good ductility, and good corrosion resistance. 1-3

Tungsten heavy alloys such as 93W-5Ni-2Fe are of interest to the Army as kinetic energy penetrators
(as a replacement for depleted uranium) for defeating armor, because of the high density and excellent
mechanical properties. Usually, these mechanical properties are obtained at slow loading rates. Since
these alloys are going to be used under dynamic loading conditions by the Army, it is essential to
evaluate their mechanical properties and failure behavior under high strain rate loading conditions.
Unfortunately, there is very little mechanical property and failure behavior data available for these
alloys under dynamic loading conditions.4-6 Almost all of this available data in the literature have
been obtained under uniaxial compressive loading conditions.

There is almost no information available under high shear rate loading conditions for tungsten
heavy alloys (WHA). Therefore, this work was undertaken at the Materials Directorate at the Army
Research Laboratory (ARL) to study and understand the differences in the deformation/failure
behavior of a standard penetrator tungsten heavy alloy (93W-5Ni-2Fe) under quasi-static to high
strain rate shear loading conditions. This material was chosen to be used as the base line (reference)
material for future studies on other WH alloys. In this study, information on how the failure process
interacts with the microstructure were obtained for different shear loading rates.
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EXPERIMENTS

Material
The 93%W alloy that was used for the experiments in this report was obtained from Teledyne.

Chemical composition and some of the mechanical properties of this alloy from the manufacturer are:

W 92.85%Ni .... 4.9%

Fe 2.25%

Density = 17.69 - 17.76 g/cc
Hardness = HRC 39-40

UTS = 1103 MPa (160,000 psi)
Elongation = 13%

This alloy was processed by Teledyne using the following procedure. A mixture of W, Ni,
and Fe powder was isostatically pressed to 207 MPa (30,000 psi) in a Drybag press. Pressed
material was then sintered in a hydrogen atmosphere in a molybdenum furnace at about 1520'C. The
hydrogen atmosphere was used to reduce powder surface oxides. The sintered material was vacuum
annealed at about 1000°C for 10 hours to remove the absorbed hydrogen. The annealed material was
heated in an inert gas atmosphere to about 1 100IC and soaked for about an hour. It was then water
quenched to give better dynamic impact properties. The bars were then machined and swaged to
17%.

Figure 1 shows the microstructure of this alloy taken in the longitudinal direction.
Microstructure in the transverse direction is similar to the one in the longitudinal direction. Swaging
to 17% does not seem to affect the microstructure of the alloy. As shown in the figure,
microstructure consists of two phases: nearly pure W spherical grains of bcc crystal structure and W-
Ni-Fe matrix of fcc crystal structure. Matrix material provides the ductility for the W alloy with these
brittle W grains. The size of W grains are approximately 27 jim and are mostly surrounded by a thin
layer of matrix material. However, some of W grains are in contact with the adjacent W grains.

r.. . , ,

Figure 1. Microstructure of 93W-5Ni-2Fe Tungsten Heavy Alloy swaged to 17%.
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Figure 2. Specimen geometry.

Specimen Geometry

Geometry of the test specimen is shown in Figure 2. The gage section of the test specimen is
a thin wall tube (0.38 mm wall thickness) of 0.254 mm gage length and outside and inside diameters
of 10.16 and 9.40 mm, respectively. The wall thickness corresponds to an average of 14 W grains.
Hexagonal flanges with 600 shoulders are machined at both ends of the thin tubular gage section,
which are used to attach the specimen to the elastic input and output bars of the test system. Before
testing the specimens, a fine line is scribed parallel to the axis of the specimen on the inside wall of
the specimen to obtain approximate strain of the specimen after the testing.

In this short gage length specimen, an almost homogeneous state of strain is achieved after a
few reflections of the loading shear stress pulse. In a specimen with a similar gage area, but end
flanges with sharper (900) shoulders, the plastic zone starts at the flange-gage section interface.
Although the plastic zone starts at this interface, it is contained until it spreads gradually through the
specimen and engulfs the whole gage section. 7

Torsional Experiments

High Rate Tests

High rate tests described in this report were conducted using a torsional Split-Hopkinson Bar.
Our torsional Hopkinson bar is described by Weerasooriya 8 in detail. It consists of two bars of
diameter 25.4 mm and made of 7075-T6 aluminum. The hexagonal flanged thin wall specimen is
attached between the two bars. A torque is stored between the non-specimen end of the input bar and
the clamp. High strain rate of loading is applied to the specimen by the sudden release of the stored-
torque by breaking the clamp. The position of the clamp determines the duration of the stress pulse.
This incident torsional stress pulse travels towards the specimen after its release; at the specimen, part
of the pulse transmits through the specimen to the output bar and the remainder reflects back to the
input bar. From the incident, reflected and transmitted pulses that are obtained from the strain gages
mounted on the input and output bars, the stress, strain and strain-rate can be inferred as a function of
time. More details of the apparatus, data acquisition and reduction procedure is given by
Weerasooriya." When the shear bands initiate, the above strain and strain-rate represent average
values in the gage section.

Slow Rate TetsI

Slow rate tests were also conducted using the torsional Hopkinson bar set-up which was
modified for this purpose. A servomotor with a reducer (3600:1) was attached to the non-specimen
end of the output bar. During slow rate testing, the input bar was held stationary using the clamp of
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the torsional Split-Hopkinson bar. Linear Variable Dt)ffcmnral Trans*) rmers (IA• , crc atL
to both input and output bars. Relative rotational displacement' beten the enc.P( (C gagr axra -ai
measured tou, 'lrtte LVDTs during the slow rate tcsnng Fpngcenng shear stiO of. it4* cnitmn
was calculated wmA,-'t, t relative angular displaciemet Skm swms was calcula i-uang :tw thin ,all
tube assumption It n.* peg section of the specienxn

After testing .O ihc specimens were examined with optical and scaning eklectron I
microscopes.

RESULTS AND DISCLLM55 N

1500  .

:4 0

S50 0 .. . .. . . .. . • . ............. ... .............. ..

0 . 0.2 00

Figure 3. Shea, • •x ja i c y al diffcrent strain rates.

900 0.9
"8500.8

-;. .E.
-v 0, -.

r)" 750"<,,//t -

70 ...... .. 0.5~

z
S650 ........... .......... . . 0 .4

S600 ....... 0.3 r

Soo 0.31550 ,. 0.25m

50 " .

10"s 0.001 0.1 10 1000
STRAIN RATE (S-')
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Shear stress vertd engincenng '.hcazs strain results for the three different strain rates (0.(X)1,
0.1. and (0R) s-I v .-t,,-n in figure 3.

Shea; ,,rcs ,;t,'. strain behavior is strain rate sensitive for this material. Figures 4 shows
yield ^d.-, :.sh,,• 'trength as a function of logarithmic strain rate, respectively, from the constant
stri.-1 -jt l'hese plots show that both yield and failure strengths increase with strain rate.
!--:rm stoerved linear behavior between the yield stress and the logarithmic value of shear strain
•a- ,, i ,gure 4, the following relationship can be obtained relating the shear strain rate (y) to the yield
,.oc" (Ty):

Ity = 23 loge(') + 732

whcre, ty is given in MPa and Y is given in s-I. Total shear strain to failure is plotted as function of
logarithmic strain rate in Figure 4. As shown in this figure, total shear strain to failure decreases with
increasing strain rate.

For slow strain rates (0.0001 and 0.1 s-l), flow stress increases with increasing shear strain
(work hardening). In contrast, at high strain rate of 600 s-1, flow stress decreases with increasing
shear strain (softening). This indicates that the thermal softening is dominating over strain hardening
and strain-rate hardening during deformation at high strain rates. The difference in deformation at
high strain rate is due to adiabatic heating of the material. Strain to failure at strain rates of 0.0001
and 0. 1 s"! are approximately 55% and 48%, respectively. Strain to failure at 600 s-I strain rate is
approximatel> 19%.

Figures 5a-b show the micrographs taken in the vicinity of the fracture surface of the failed
pc~irricns at q;train rates of 0.0001 and 0. 1 s-l, respectively. Closer to the fracture surface, originally

spherical W grains have deformed to ellipsoidal shapes. The band of this intense shear zone
containing elliptical W grains is approximately 2.14 mm (here the band is defined as two times the
%ldth of the zone in the figure) wide for 0.0001 s-1 rate and 1.4 mm wide for 0; 1 s-1. These ellipses
have aligned their major and minor axes 450 to the shear direction. The directions of the major and
minor axes correspond to the directions of maximum tensile and minimum compressive principal
stresses, respectively. Fracture path is mostly of intergranular, but if a large W grain is blocking the
path, fracture will go through the grain splitting the W grain by the cleavage mechanism. This can be
seen more clearly in the scanning electron micrographs of the fracture surfaces given in Figures 6a-b.
Intergranular and cleavage facets can clearly be observed. Fracture surface from 0.0001 s-! strain rate
test shows dimples, typical of ductile fracture, after initial intergranular separation. This indicates that
the cavities formed along the grain boundaries coalesce together by the ductile mechanism of fracture
of the matrix material separating them. However, the areas showing this typical ductile failure
decreases with increasing strain rate.

Figure 5c shows the microstructure at the vicinity of the fracture surface of a failed specimen
which was tested at the strain rate of 600 s-t. In this case, in the layer of W grains adjacent to the
fracture surface, highly deformed W grains which are of elliptic shape with their major axes aligned
450 to global shear direction can be observed. In contrast to the slower strain rates, here the width of
the intense shear zone is much smaller -shear localization (width of two grains). Figure 6,: shows a
typical fracture surface of a failed specimen after it has undergone deformation at high rate. Grain
boundary facets can be observed as for lower rate tests. Cleavage and ductile dimple-like failure are
not present as seen in lower rate tests. Most of the fracture surface is covered with smooth facets.
These areas may correspond to W grains that have flowed like a fluid (extruded) during final
deformation just before the failure. It is not possible to fully explain these areas without any further
analysis of the material in these locations.
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SUMMARY AND CONCLUSIONS

Torsional tests were conducted to study the deformation and failure behavior of 93W-5Ni-2Fe
alloy at different strain rates. Tests were conducted at low to high shear strain rates: 0.0001, 0.1 and
600 s-1. High rate tests (600 s-1) were conducted using a Torsional Split Hopkinson Bar apparatus.
After testing, all the specimens were analyzed using optical and scanning electron microscopes.

From these constant strain- rate test results, yield and failure strengths increased with
increasing strain rate; failure strain decreased with increasing strain rate. At 600 s-1 shear strain rate,
flow stress decreased with strain, thus indicating thermal softening dominating over strain and strain-
rate hardening of the material at high strain rates. The failure at high rate was due to the instability
from the formation of a shear band. Results indicated that the high strain rates promoted the
formation of shear bands. The width of the intense shear zone of deformation decreased with
increasing shear strain rate reaching a limiting width of two grains (localized) at high strain rates.
Therefore, the width the shear band is controlled by microstructure of the W alloy. As the shear
strain rate is increased, there was a reduction in the number of cleavage and brittle grain boundary
fracture zones. The results under dynamic conditions showed that the 93% W alloy deformed and
failed quite differently compared to that under slow rate of loading. Thus, the materials that are used
under dynamic loading conditions should be evaluated under high rate loading conditions.

Expanded version of this paper with a detailed study of the mechanism of formation of the
shear band and its interaction with the microsturcture has been submitted to the journal of Material
Science and Engineering. 9

ACKNOWLEDGMENT

We are grateful for Ronald Swanson of MTL for all the help provided during the course of the
work described in this report.

REFERENCES

1. L.M. Ekbom, "Tungsten Heavy Metals", Scand. J. of Metall., v. 20, 1991, p. 190-197.
2. A. Bose and R.M. German, "Sintering Atmosphere Effects on Tensile Properties of Heavy
Alloys", Met. Trans. A, 19A, 1988. p. 2467-2476.
3. R.J. Dowding, "Tungsten Heavy Alloys: A Tutorial Review", 1991, P/M in Aerospace and
Defence Technologies, MPIU. Princeton, NJ, 1991, p. 109-116.
4. L.W. Meyer, H. p Kunze and E. Staskewitsch, "Dynamic Strength and Ductility of a
Tungsten Alloy for KF aenctrators in Swaged and Unswaged Condition Under Various Loading",
The Proc. of the 7th j1-c,':itional Symposium on Ballistics, The Hague, 1983, p. 289-293.
5. R. Tham and '- o Stilp. "Yield Strength and Flow Stress Measurements of Tungsten Sinter
Alloys at Very Hi.-`' 7iarin Rates", Journal De Physique, Tome 49, No. 9, C3-85, 1988.
6. B.P. Zhanc " L. Zheng, Q.Y. Peng and Y.M. Xiong, "Dynamic Behavior of Tungsten
Sintered Alloys -iih Strain Rates up to 105 s-l",to be published.
7. E.K.C. [e. -g. *An Elastic-Plastic Stress Analysis of the Specimen Used in the Torsional
Kolsky Bar.", . ,ppl. Mech., v. 47, 1980, p. 278.
8. Tusit W,- w'rIva. "The MTL Torsional Split-Hopkinson Bar", U. S. Army Materials
Technology L-•- trt. MTL TR 90-27, 1990.
9. Tusit wecxaxoriya and Patricia A. Beaulieu, "Effects of Strain Rate on the Deformation and
Failure BehavioL of 91W-5Ni-2Fe Under Shear Loading", submitted to Mat. Science and Eng. A.

72



PERFORMANCE-PROPERTY RELATIONSHIPS
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ABSIRACT

The physical, mechanical, and microstructural features of six lots of commercially produced
tungsten heavy alloy penetrators, having compositions in the range from 91% to 97% W and a broad
range of quasi-static properties, were determined. Ballistic performance data were obtained for
penetrators fabricated from each of these alloys using the residual penetration test method. This
technique determines performance on the basis of penetration depth in a semi-infinite rolled
homogeneous armor (RHA) steel block. When the results of the ballistic tests were correlated with the
measured physical and mechanical properties, and other metallurgical aspects, it was concluded that
mechanical properties have no significant influence on the penetration mechanism exhibited by
tungsten heavy alloy rods.

INTRODUCTION

Development of tungsten heavy alloys (WHA) for use in long rod kinetic energy (KE)
penetrators has drawn considerable attention over the past several years. With the presently increased
emphasis on environmental considerations, it is becoming even more desirable to find a reasonable
substitute for the widely used depleted uranium (DU) alloys used for many current penetrators. The
basic question which remains to be addressed is thus one of determining the most favorable substitute
material. Although tungsten heavy alloys have been widely employed in the fabrication of advanced KE
penetrators both in model-scale and full-scale, they have not yet matched the depleted uranium in
ballistic performance. Several series of model-scale tests have been conducted at the U.S. Army
Research Laboratory's Materials Directorate (ARL-MD), employing WHA materials with a wide range of
mechanical properties, in order to determine if recent improvements in alloy design have affected the
terminal ballistic performance of these materials.

Long rod penetrators are eroding projectiles. They penetrate targets by a quasi-hydrodynamic
process, wherein the stresses imposed upon both penetrator and target materials are significantly greater
than their yield strengths. Yielded penetrator material is essentially extruded backward, in conjunction
with failed target material. The classic analysis of this system for a 1-dimensional case has been done by
Tatel; a thorough review and discussion of the models commonly employed for this type of penetration
has been given by Anderson et al. 2 However, these models do not fully account for the differences in
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performance between penetrator materials encountered from empirical results. The behavior of the
penetrator materials in particular is not fully understood at the stress levels and strain rates prevalent
during a ballistic event. Magness 3 has advanced a model which explains penetration performance upon
the adiabatic shear susceptibility of a penetrator material. His paper compared a number of tungsten and
DU alloys, with the metric for penetration efficiency being ballistic limit velocity. In a ballistic limit test,
the striking velocity of the projectile is varied from no perforation to complete perforation of the armor
plate. This allows effects related to the failure of the rear surface of the target to influence the event. An
earlier study performed at ARL-MD with several WHA penetrators 4 used a semi-infinite target, which
approximately negates the influence of rear surface effects upon the penetration event. Thus, one might
expect some additional differentiation between materials on the basis of only thick target penetration
capability in such a configuration. Comparisons of these results with Magness' model showed, however,
that for the WHA materials studied, the model appeared to be valid.

The alloys tested previously were of moderate strength levels and low toughness, and had Ni-Fe
or Ni-Fe-Co matrixes. The current availability of alloys with improved mechanical properties prompted
an expansion of the test program to include representatives of these materials in order to determine
whether the original conclusions remain valid.

PENETRATOR MATERIALS

The penetrator materials selected for this study are detailed in Table 1, along with their nominal
compositions. Materials having a designation of X-27 or X-21 are commercial products obtained from
Teledyne Firth Stirling. The W-2 alloy is a product of Kennametal. The number in parentheses
following the alloy designation indicates the year in which the penetrators were purchased. Alloys
selected tend to be in the range of 91% to 93% tungsten. This is mainly due to the improved toughness
and ductility of such alloys over those with a higher tungsten content, although they do suffer a
reduction in density compared to high tungsten content alloys such as W-2. The X-27X materials have a
Ni-Co matrix, which represents an attempt to improve upon the standard Ni-Fe-(Co) system.

Table 1. Nominal Chemical Compositions (in weight %)

Penetrator Material Tungsten Nickel Iron Cobalt Copper
X..27R (1983) 91 6.3 2.7 -

X-27C (1989) 91 4.5 2 2.5
X-27C (1991) 91 4.5 2 2.5
X-27X (1991) 91 6.0 - 3.0
X-21C (1989) 93 3.5 1.5 2.0
W-2 (1983) 97.1, 1.6 0.7 0.1 0.5

Mechanical properties of these alloys are shown in Table 2. All of the WHA materials employed
were swaged, most commonly by 15-20%. The two types of X-27X (#1 and #2) identified below are
representative of different levels of swaging and heat-treatmers f the base alloy in order to obtain
different strength levels. For comparison, properties for the stan S1t V-3/4% Ti composition are also
given (from Magness 3 ). All values shown for the WHA materials w' termined from tests performed
at ARL-MD, with the exception of the impact energy values, which we ,, ained from Teledyne data.
Impact tests were performed with an unnotched Charpy specimen geometri,.

Several of the materials employed in these tests did exhibit significant improvements in static
properties over previous alloys. The X-27C (1991) penetrators have about 9% greater strength than the
1989 batch and roughly similar ductility. The X-27X #2 has about 23% greater strength than the
X-27C (1989), and is quite close to the DU alloy. Both X-27X materials exhibit significantly improved
toughness. Macrohardnesses of these penetrators do not vary significantly, since these particular alloys
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were all cold-worked by swaging. The elongation and reduction of area values for all the 91% tungsten
alloys are good; even the high strength X-27X has about 9% elongation. The decrease in R.A. for the
X-21C and the more dramatic reduction for the W-2 are functions of the reduced matrix volume in
these materials.

Table 2. Mechanical Properties
Material 0.2% Yield UTS Hardness R.A. Elongation Inpact

(ksi) WMPa) (ksi) (GPa) (HRC) (%) (%) Wj)
X-27R (1983) 171.0 (1172) 174.0 (1200) 37.1 20.4 - 135
X-27C (1989) 169.4 (1168) 171.0 (1179) 38.6 16.8 11.9 244
X-27C (1991) 184.9 (1275) 186.4 (1285) - 23.8 9.4 160
X-27X#I (1991) 191.1 (1318) 199.1 (1373) - 21.1 11.6 300
X-27X#2 (1991) 206.2 (1422) 209.9 (1447) - 20.5 8.9 300
X-21C (1989) 187.9 (1296) 193.2 (1332) 39.4 10.4 10.8 143
W-2 (1983) 149.2 (1029) 150.3 (1036) 37.6 1.8 3.1 -
DU-314Ti 122.9 (848) 215.9 (1489) 40 - 24.0 -

Representative microstructures of X-27C, X-27X, X-21C, and W-2 are shown in Figures 1-4
respectively. Grain size of the X-27C is about 16 ^m, with the X-27X around 30 pjm, the X-21C at 25
pum, and the W-2 above 80 jim. An interesting feature evidenced in the X-27X material is the existence
of numerous fine acicular precipitates within the matrix. EDX analysis indicates that these are mostly
tungsten.

Figure 1. X-27C Alloy (Optical) 50"-"m Figure 2. X-27X Alloy (Optical) 50 g~m

Figre3.X-1CAloy.---50ju Figure 4. W-2 Alloy (Optical) 50 jim
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BALLISTIC TESTING PROCEDURES

All tests were conducted at ARL-MD using a 20mm smoothbore powder gun. Projectile launch
packages were base-push sabots using a steel pusher disc. The penetrators were cylindrical rods with
hemispherical noses, having aspect ratios (L/D) of 10:1. and masses of 65 g. Exact penetrator
dimensions were allowed to vary so as to maintain constant mass for alloys of different densities. A
summary of dimensions and densities is given in Table 3 below. The values for DU penetrators are due
to Magness 3. Densities were obtained by Archimedes' method unless otherwise marked (indicating
calculation from a dimensionally determined volume).

Table 3. Penetrator Dimensions and Masses

Material Length Diameter Mass (g) Density(glcc)
X-27R (1983) 3.100 0.310 65 17.45
X-27C (1989) 3.100 0.3099 65.4 17.35
X-27C (1991) 3.125 0.308 65.1 17.33"
X-27X #1 (1991) 3.098 0.3079 65 17.45*
X-27X #2 (1991) 3.098 0.3081 65 17.45*
X-21C (1989) 3.070 0.3070 64.9 17.73'
W-2 (1983) 3.03 0.303 65 18.63
DU-3/4Ti 3.03 0.303 65 18.6
Dimensional density

Projectile velocity and yaw were measured by means of an orthogonal flash X-ray system.
Striking velocities were varied over a range from about 2500 fps (760 m/s) to about 5700 fps (1735
m/s) for the baseline data. Comparative tests made for this study were kept within the above range, and
were generally made in the 4000 to 5000 fps (1220-1520 m/s) region. The criterion for acceptance and
inclusion of a test point was a total projectile yaw of less than 3 degrees; previous studies at ARL-MD
and the ARL-WTD have indicated this as an appropriate cutoff limit.

The target employed in all instances was a monolithic plate of RHA (rolled homogeneous
armor) steel (MIL-A-12560, Class 3), with thickness selected to ensure that the plate thickness remained
semi-infinite with respect to the penetration (meaning 4 inch or 5 inch (101 or 127 mm) thick plates
were used in most cases). Plate surfaces were held at 0° obliquity (i.e., normal to the line of flight). The
average hardness of the RHA plates was HRC 27. Depths of penetration into the plate were obtained by
direct measurement of cross-sections, which were prepared by bandsaw cutting through the center of the
penetration cavity.

RESLS

Comparisons of the penetration efficiency of different penetrator materials may be made by
plotting the depth of penetration into the steel as a function of projectile striking velocity. Previous
results had determined the X-27R and X-27C (1989) to be identical in their penetration performance.
Thus, these data form the baseline against which the other materials may be compared. Figure 5 shows a
plot of the baseline tungsten data, together with a linear regression fit which may be used to obtain the
penetration at any desired velocity. The standard deviation for the depth of penetration is 0.05 in over
the tested velocity range. Figure 6 gives a comparison of the baseline tungsten with the standard DU
alloy5 . The performance advantage of the DU is evident from this.

Figure 7 shows the X-27C (1991) and X-21C (1989) compared with the line of fit for the
baseline material. These exhibit no significant difference in performance, despite improved mechanical
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properties. Figures 8 and 9 show the X-27X #1 and #2 alloys. Again, the average level of performance
has not changed. There is some indication that for these materials, there may be a slight gain in
penetration performance at the higher end of the velocity regime. Such behavior might be attributed to
a slightly earlier shift from eroding to rigid body penetration near the end of the penetration process,
based on the higher yield strength of these materials as compared to the baseline materials. In any event,
even if this effect is manifested, it does not significantly raise the general level of performance. Finally,
the W-2 alloy is compared with the baseline alloy in Figure 10. In this case only. there is a slight general
improvement in penetration, which we attribute to the increased density. Again, its performance is not
equal to the DU penetrator.
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COINCLUSIONS

The behavior of all WHA materials over the tested velocity range is linear, and is at best
marginally influenced by large strength variations. Only the W-2 rods exhibit an average level which is
greater than the inherent scatter in the test results. These results confirm our earlier finding that only
density is a significant driver of performance for traditional WHA materials in thick target penetration,
as well as supporting the conclusions of Magness. This means that it will not be possible to provide a
WHA penetrator with performance equivalent to a DU rod by simply improving its static mechanical
properties. It does not imply that mechanical properties have no influence at all on performance, since
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in finite plate targets which impart significant bending moments on the rods, it is possible to observe
larger performance variations between WHA materials. However. this does mean that in order to bring
tungsten into parity with DU, some other means of improvement, such as a new matrix material or
tailored-failure structure providing an effect akin to adiabatic shear, must be found.

ACKNOWLEDGMENTS

The authors would like to thank Dr. Lee Magness for his technical contributions, Mr. Philip Wong for
providing EDX analysis of the specimens, and Mr. Eugenio DeLuca for his support of this project.
They also appreciate the valuable assistance of Messrs. John Segalla, John Loughlin, Robert Muller, and
Raul Dominguez in performing the ballistic testing, and George Dewing and Robert Grossi in sample
preparation.

1. A. Tate, "A Theory for the Deceleration of Long Rods After Impact," J. Mech. Phy. Solids 15, 387
(1967).

2. C. E. Anderson, Jr. and J. D. Walker, "An Examination of Long Rod Penetration," Int. J. oj Impact
Eng., 4 481-501 (1991).

3. L.S. Magness and T.G. Farrand (1990), "Deformation Behavior and its Relationship to the
Penetration Performance of High-Density KE Penetrator Materials," 1990 Army Science Conference,
Durham, NC.

4. R.J. Dowding, K.J. Tauero F.S. Hodi, and P. Woolsey, "Metallurgical and Ballistic Characterization of
Quarter-Scale Tungsten Alloy Penetrators," USAMTL TR 90-31, April 1990.

5. L.S. Magness and W.J. Perciballi, U.S. Army BRL (now ARL-WTD), private communications,
September 1990.

80



DISTRIBUTION LIST

No. of
Copies To

1 Office of the Under Secretary of Defense for Research and Engineering, The Pentagon, Washington, DC 20301

Director, U.S. Army Research Laboratory, 2800 Powder Mill Road, Adelphi, MD 20783-1197
1 ATTN: AMSRL-OP-CI-A
1 Dr. Alan Goldman

Commander, Defense Technical Information Center, Cameron Station, Building 5, 5010 Duke Street,
Alexandria, VA 22304-6145

1 ATTN: DTIC-FDAC

1 MIAC/CINDAS, Purdue University, 2595 Yeager Road, West Lafayette, IN 47905

Commander, Army Research Office, P.O. Box 12211, Research Triangle Park, NC 27709-2211
1 ATTN: Information Processing Office
1 Dr. Andrew Crowson
1 Dr. Edward Chen

Commander, U.S. Army Materiel Command, 5001 Eisenhower Avenue, Alexandria, VA 22333
1 ATTN: AMCSCI

Commander, U.S. Army Materiel Systems Analysis Activity, Aberdeen Proving Grouno, MD 21005
1 ATTN: AMXSY-MP, Director

Commander, U.S. Army Missile Command, Redstone Arsenal, AL 35809
1 ATTN: AMSMI-RD-CS-R/Doc

Commander, U.S. Army Armament Research Development and Engineering Center, Dover, NJ 07801
1 ATTN: Technical Library
1 Mr. D. Kapoor
1 Dr. S. Cytron

Commander, U.S. Army Tank-Automotive Command, Warren, MI 48397-5000
2 ATTN: AMSTA-TSL Technical Library

Commander, U.S. Army Foreign Science and Technology Center, 220 7th Street, N.E. Charlottr, sville, VA 22901
3 ATTN: AIFRTC, Applied Technologies Branch, Gerald Schlesinger

Naval Research Laboratory, Washington, D.C. 20375
1 ATTN: Code 5830
1 Code 262?
1 Dr, Virgil Provenzano

Chief of Naval Research, Arlington, VA 22217
1 ATTN: Code 471

Naval Surface Weapons Center, Dahlgren Laboratory, Dahlgren, VA 22448
1 ATTN: Code G-32, Ammunition Branch, Mr. Brian Sabourin

Commander, Rock Island Arsenal, Rock Island, IL 61299-6000
1 ATTN: SMCRI-SEM-T

Battelle Columbus Laboratories, Battelle Memorial Institute, 505 King Avenue, Columbus, OH 43201
1 ATTN: Mr. Henry Cialone
1 Dr. Alan Clauer

Battelle Pacific Northwest Laboratories, P.O. Box 999, Richland, WA '99352
1 ATTN: Mr. William Gurwell
1 Dr. Gordon Dudder
1 Mr. Curt Lavender

GTE Sylvania, Inc. Chemical and Metallurgical Division, Hawes Street, Towanda, PA 18848
I ATTN: Dr. James Mullendore
1 Mr. James Spencer
1 Ms. Susan Doepker

38



No. of
Copies To

Director, Ballistic Research Laboratory, Aberdeen Proving Ground, MD 21005
1 ATTN: SLCBR-TSB-S (STINFO)
1 SLCBR-TB-P, Mr. Lee Magness
1 Ms. W. A. Leonard

Teledy#., "',th Sterling, 1 Teledyne Place, LaVergne, TN 37086
1 ATTN: Dr. Steven Caldwell

Los Alamos National Laboratory, ATAC, MS F681, P.O. Box 1663, Los Alamos, NM 87545
1 ATTN: Mr. Bill Hogan
1 Mr. Paul Dunn
1 Mr. Bill Baker

Philips Elmet, 1560 Lisbon Road, Lewiston, ME 04240
1 ATTN: Mr. James Anderson

Ultramet, Inc., 12173 Montague Street, Pacoima, CA 91331
1 ATTN: Dr. J. J. Stiglich
1 Mr. Brian Williams
1 Dr. Robert Tuffias

Ceracon, Inc., 1101 N. Market Boulevard, Suite 9, Sacramento, CA 95834
1 ATTN: Dr. Ramas Raman
I Mr. Sundeep Rele

Southwest Research Institute, 6220 Culebra Road, P.O. Drawer 28510, San Antonio, TX 78228-0510
1 ATTN: Dr. James Lankford

Metalworking Technology, Inc., 1450 Scalp Avenue, Johnstown, PA 15904
1 ATTN: Mr. C. Buck Skena
1 Mr. Timothy McCabe

Research Triangle Institute, P.O. Box 12194, Research Triangle Park, NC 27709-2154
1 ATTN.- Dr. John B. Posthill

3C Systems, 620 Arglye Road, Wynnewood, PA 19096

1 ATTN: Mr. Murray Komhauser

1 Advance Technoology Coatings, 300 Blue Smoke Ct. West, Fort Worth, TX 76105

Alliant Techsystems, 7225 Northland Drive, Brooklyn Park, MN 55428
1 ATTN: Dr. Stan Nelson
1 Mr. Mark Jones
1 Mr. Thomas Steigauf

1 CAMDEC, 3002 Dow Avenue, Suite 110, Tustin, CA 92680

Chamberlain Manufacturing Co., 550 Esther St., P.O. Box 2545, Waterloo, IA 50704
1 ATTN: Mr. Tom Lynch

Defense Technology International, Inc., The Stark House, 22 Concord Street, Nashua, NH
1 ATTN: Mr. Douglas Ayer

Materials and Electrochemical Research Corporation, 7960 S. Kolb Road, Tucson, AZ 85706
1 ATTN: Dr. James Withers
1 Dr. Sumit Guha

Materials Modification, Inc., 2929-PI Eskridge Center, Fairfax, VA 22031
1 ATTN: Dr. T. S. Sudarshan

Micro Materials Technology, 120-0 Research Drive, Milford, CT 06460
1 ATTN: Dr. Richard Cheney

Nuclear Metals, 2229 Main Street, Concord, MA 01742
1 ATTN: Dr. William Nachtrab

Olin Ordnance, 10101 9th Street N., St. Petersburg, FL
1 ATTN: Hugh McElroy

82



No. of
Copies To

1 The Pennsylvania State University, Department of Engineering Science and Mechanics, 227 Hammond Building,
University Park, PA 16802-1401

1 ATTN: Dr. Randall M. German, Professor, Brush Chair in Materials

Worcester Polytechnic Institute, 100 Institute Road, Worcesteq- iviA 01690
"1 ATTN: Dr. Ronald Biederman
1 Dr. Richard Sisson

Failure Analysis Associates, Inc., 149 Commonwealth Drive, P.O. Box 3015, Menlo Park, CA 94025
1 ATTN: S. P. Andrew
1 R. D. Caliguri
1 T. K. Pamell
1 L E. Eiselstein

Amorphous Technologies International, Laguna Hills. CA
1 ATTN: Mr. Dick Harlow

Parmatech Corporation, 2221 Pine View Way, Petaluma, CA 94952
1 ATTN: Dr. Animesh Bose

Duffers Scientific Co., Route 355, Troy RRI, P.O. Box 1234, Poestenkill, NY 12140
1 ATTN: Dr. David Furguson

Lawrence Livermore National Laboratory, P.O. Box 808, L-35, University of California, Livermore, CA 94551
1 ATTN: Dr. Daniel Steinberg

Director, U.S. Army Research Laboratory, Watertown, MA 02172-0001
2 ATTN: AMSRL-OP-CI-D, Technical Library

20 AMSRL-MA-MB. Mr. Robert Dowding

$3


